
Taylor innovation is built on 150 years of expertise in 
p roducing the most comprehensive line of quality 
t h e rmometers in the industry. Now we’ve extended this
heritage of precision measurement to scales...off e r i n g
the food service professional technology-driven 
solutions designed to provide time/cost-effective 
a d v a n t a g e s :

▲ E n g i n e e red for consistent accuracy
▲ E a s y - t o - read, 1” LCD remote display with 6-ft. cord and   

mounting bracket for efficient, versatile use
▲ D u a l - p o w e red for maximum flexibility: AC adapter 

for 120V outlet (included), 6 AA batteries (not included)
▲ Removable, corro s i o n - resistant steel platform...durable and  

easy to clean
▲ Compact, low-profile design for spacesaving 

e ff i c i e n c y
▲ Non-skid feet assure weighing stability
▲ L a rge buttons provide easy access to 

f u n c t i o n s
▲ Advanced, user-friendly modes, including:

L b / K g : maximizes weighing versatility
Auto Ta re : a s s u res efficient, exact portioning. 
Deducts container weight and allows quick zero out 
for multiple ingredient measuring
Auto Hold: locks weight display to allow removal 
of oversized items. Exclusive, pre-select operation   
for added convenience
L o w - B a t t e ry Indicator: p revents 
unexpected power loss
Auto Shut Off : c o n s e rves 
e n e rgy & battery power

T E 1 5 0
Stainless Steel Platform

150 lb x .2 lb—68 kg x .1 kg
T E 4 0 0

Steel Tread Plate Platform
400 lb x .5 lb—180 kg x .2 kg

P roduct Benefits:  TE150 & TE400

M o d e l s / C a p a c i t i e s
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400 lb x 0.5 lb
181 kg x 0.2 kg

420.0 lb / 190.4 kg

s a m e

Steel Tread Plate (painted)
s a m e

s a m e

s a m e

s a m e

s a m e

same 

s a m e

s a m e

Up to 400 lb. capacity is reduced 
by amount of tare

s a m e

s a m e

s a m e

s a m e

N / A

150 lb x 0.2 lb
68 kg x 0.1 kg

157.4 / 71.4 kg

12-1/4” X 12” X 2-1/8”

Stainless Steel
12-1/4” x 12” Removable

8 3/4” x 3 5/8” x 1 5/8”
Table Top or Wall Mount

6’ coiled cord

± 1% +1  division

120V AC adapter (included)
6AA batteries (not included)

Ye s

40  ̊F to 104  ̊F

1”  LCD

Up to 150 lb. capacity is reduced by amount 
of tare

Use Ta re/Hold button on front panel to activate or
cancel preset automatic hold. Weight displayed
until Ta re/Hold button is pressed again

Can switch between lb & kg.
Button on front panel

Button on front panel

After 2 minutes of non-use

A c c e s s o ry available—
Taylor Model # TA 1

C a p a c i t y

O v e r l o a d

D i m e n s i o n s

P l a t f o rm

C o n t rol Panel

C o rd

A c c u r a c y

P o w e r

Low Battery Indicator

Operating Temp. Range

D i s p l a y

Ta re

H o l d

M o d e

O n / O ff

Auto Off

Foot Ta re Switch
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Wall-mounting the remote display 
o ffers the advantage of eye-level readings 
& spacesaving operation...especially when

weighing large items.
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