
Unscrew the four allen-headed bolts from the “mounting block” which is behind the clock’s main 

faceplate.  The smaller allen wrench could be used for this purpose.  Don’t lose the screws.  Don’t 
eat them.  Do not feed them to an alligator. 

Thanks for purchasing a chain clock.  These instructions should help you get through the instal-

lation process.  First, (obviously) unpack your clock in lay out the parts in a flat surface.  



Next, install the motor mount onto the metal frame.  Place the threaded block (it’s screwed 

to the mount for shipping purposes) inside of the frame, and install the 4 screws using the 
allen wrench.  It’s generally easier to get all four screws started before tightening them.  Do 

not over-tighten the screws, or the plastic mounting block may crack.  Finger-tight using the 
wrench as shown below will hold it in place.   

 

The mounting block (the rectangular piece with 4 threaded holes) is meant to be placed inside of 

the aluminum frame, as shown in the picture below. 



Now it’s time to assemble the aluminum frame pieces.  You will need the 4 small allen-head 

bolts that were included with your wrench set.  First, align the pieces as shown below. 
Please Note:  The acrylic pieces, which pretty strong, are not indestructible.  Please use 

some amount of caution when aligning the pieces and moving the clock around.    
 

 

Pull the power cord down through the frame (you may want to do that before putting the screws in) 

and your clock should like this so far. 



Cool, you’ve assembled the clock.  Take a moment to ooh and aah over it.  Maybe take a 

photo and post it to facebook!     
 

The easiest way to align everything properly is to lay the clock on a flat surface as shown below.  As 

before, get all of the screws loosely started before tightening them.  Remember, finger-tight is just 
fine. 

This is the mounting hole.  Yours 

probably looks a little different, 
since the design is improved once 

in a while and this is an older pic-
ture.   

 

It’s designed so that the screw 
head goes through the big round 

part, then slides down over the 
screw shaft. 

The top and bottom wall mounts 
are identical, and function in the 

same way. 

 
 

 



Installation of the lower mounting screw(s) is an optional step.  The lower screw will ensure 

that the clock stays in place, and is recommended.  Follow the same procedure for the upper 
screw mount, making sure that the lower mount is directly below.  Either use a level to ensure 

that it’s directly below, or measure from a common vertical item, like a nearby window frame 
or wall corner. 

Install one of the mounting screws into the wall at the desired height for your clock.  Leave about 

3/8 inch of the screw sticking out of the wall.  You may have to adjust a bit, based on the thickness 
of the mount.   Please excuse the condition of the sample wall shown below - it only looks that way 

from having 50 clocks installed and uninstalled. 



Next (hey, you’re almost done)  Place the empty chains onto the sprockets.  Place the lower 

sprockets - the loose sprockets with a big bolt through the middle - into the lower loop of the 
chain.  These lower sprockets will make sure the numbers stay in place and the chains won’t 

bind as the numbers make the turn at the bottom of the chain. 
 

Now, go wash the oil/grease off of your hands after touching the chain.  You’ll thank yourself 

later, as you don’t want to get grime on the acrylic numbers in the next step. 
 

Remove the numbers from their frames - It’s easiest to lay the whole set down flat and then 
peel the white backing sticker off as one sheet.   

 
Insert the cylindrical magnets into the round hole in each number.  The numbers should be 

centered on the magnet, or vice versa, depending on how you look at it.   

 
Now peel the protective paper covering off of the numerals.  DO NOT get it wet, as that will 

just make it harder to remove.  It should peel off cleanly if you start at the edge. 

Install the numbers onto the clock They should 

be placed between rollers on the chain. The 
round barrel-shaped parts that connect the two 

sides of the chain are called “rollers”.  It would 
be best to install the numbers onto chain links 

that are “skinny” when viewed from the top.  

These would be the links that are on the “inside” 
of the chain. 

 
The numbers should be installed every 12 chain 

links, as shown in the picture to the left.   
 

 

To “set” the time on the clock, place the chain on 
the sprocket such that the time will be coming up 

soon, and then plug in the clock in at the proper 
time.   

 

The chain should not need to be lubricated dur-
ing regular usage. Because there is very little 

stress on the industrial chain, wear should not be 
a factor.  Chain oil may be applied to the chain to 

prevent corrosion in harsh environments, but do 
so sparingly  

 

That’s it.  You’re done.  Enjoy. 

 


