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INSTRUCTIONS FOR USE 
 

 
17105, 17104  ID Printers 
 

 
 

1) Indication for use: 
 

An I.D. Printer allows you to imprint vital information, such as the patient's name, date of exam, etc. 
directly onto the film, even if the filing envelope is lost, you'll always have this essential information as 
part of the actual X-ray!  

ID PRINTERS 
 

2) Instructions for Use  
Note: It is always recommended to  

a) The printer must be plugged into a standard wall outlet. 
b) Inspect your film Cassettes; you must ensure that your Cassettes includes a lead blocker. 

This lead blocker measures 1 x 3* and may be found in any of eight positions along the 
outer edge of the inside of the Cassette.  

c) Usually an identification marker, either a silver strip or a "dot" is affixed to the outside of 
the Cassette to tell you where the blocker is. 

d) The lead blocker 'blocks" the x-rays from this section of the film. You will use your Wolf 
I.D. Printer to imprint data onto this blocked area later on. 

e) After the x-ray is taken, but before the film is processed, the film is removed from the 
Cassette, (always under safelight conditions in the darkroom). 

f) Now take a Wolf ID card and fill out the patient information you want to imprint onto the 
X-ray. It is best to use a fiat print pen, (do not use a pencil or regular ink pen). Now place 
the card face up in your I.D. Printer. See diagram "A" for positioning of the ID card.  

g) Make sure you position the ID card as far as possible to the upper left corner of the 
printing area.  
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h) Now position the un-exposed area of the film (the part that had been covered by the 
"blocker in the cassette) on top of the card. 

i) Press down the cover of your ID. Printer.  Once contact is made the printer light goes on. 
You can tell when the light is on because the ruby red jewel light is illuminated. 

j) Releasing the lid turns the printer off.  
k) Note: If you are using the Wolf Automatic I.D. Printer you should record the number of 

seconds your ID Printer was activated for.  If you discover that the imprint was either too 
dark or too light, either increase or decrease the amount of time used. 

l) This pin is located in the rear of the unit. Simply unscrew the pin from the rear and screw 
it into the hole below the imprinting area.  
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3) Routine care and cleaning instructions: Wipe clean with cloth 

 
4) Precautions/Warnings:  

 
5) Disposal: Product should be disposed of according to applicable local laws.  

   
6) Adverse reactions: non known 
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