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| holes provided, screw In the 2 horizontal frame Sectlons

' horizontal sections).

As shown in figure 1, the frame ' of four
- sections that screw Into the body of your illuminator
via screws and pre-punched holes.

that to recess your illuminator, you must have
 the appropriate recessing kit. Stock numbers for the
kits are shown below. (A single illluminator gets a
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: : the screws and holes provided, screw in the 2 _
vertical frame sections first. Then using the screws and

o If man ufa Ctu red \ ewboxes on Iy _
. atte 1pt to use them W|th any other manufacturer S

” f!ayEZOOO.

(the flange on the vertical sections will overlap behind the
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Your illuminator will n ow look like this, and s rea
Install Iin the wall.
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How To Install Your Framed llluminator In The Wall
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The illustration above shows a Trimline 3 bank unit with the Plexiglas
viewing panel and the left and right hand reflectors removed.

First, remove the Plexiglas viewing panel following
the instructions provided in the illuminator manual
that came with your illuminator.

Cut an opening in the wall 1/4” larger than the overall
size of the illuminator body in length and height.

For example: the 3 bank Trimline shown in figure 3
measures 22" high and 42" long. Therefore, the
opening cut into the wall should measure 22 1/4”
high and 42 1/4” long.

Frame the wall opening with 2x4s, remove the left
and right side reflectors from the illuminator
assembly and drill two 3/16” dia. holes in the side of
the body approx. 3” from top and bottom on both
sides as shown in figure 3.

Punch out the knock out, and attach a junction/
connection box (not supplied) to the unit. Run power
line into the junction/connection box and connect to
the wires from the illuminator. (Note: electrical
connections must be done in accordance with local
codes by a licensed electrician.) The supplied power
cord is not to be used for recessed installation.

Install the assembly into the wall opening and fasten
with #10 screws (not provided) using the drilled
holes. Replace the reflectors and Plexiglas.

For walls other than stud construction, a wood frame
should be inserted into the wall to secure the
illuminator assembly.
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