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Intended Use – LED Illuminators are intended to support and illuminate medical 

images. This device contain a source of light and a translucent plate that allows the 

transfer of light through radiographic film.  

Contents – Illuminator, three screws, three drywall anchors, power supply cable and 

instruction manual.  

Performance Parameters – 

• Brightness > 4000 cd/m²

• Light source color temperature > 8000K

• Light scattering uniformity > 0.9

• Viewing Area – 26001 (360mm x 422mm)

 26002 (720mm x 422mm) 

• Power supply 250V & 10A

Operating Conditions –  

Temperature 15°C – 40°C  

Relative humidity 45% - 75% 

Mounting – 

Prior to mounting ensure there is an electrical outlet close enough to your intended 

mounting space.  

Measure the distance between the mounting holes on the back panel. Drill two level 

holes in the wall and insert plastic mounts into the wall. Place screws into the mounts 

leaving enough room to hang the Illuminator. Hang Illuminator on metal screws.  

Cleaning Instructions – Use a soft microfiber cloth to clean the viewing panel. If 

necessary you may apply a small amount of non-abrasive soap or cleaning liquid. 

Transportation & Storage – Use original packaging materials provided for transport. 

Disposal – This is an electrical device. Dispose of according to applicable local laws. 

Warranty – One year manufacture warranty from date of purchase. 

Operating Instruction – 

• Plug in Illuminator and turn ON switch next to the power supply inlet. Illuminator

takes about 5 seconds to warm up.

• Use the KNOB to adjust the brightness as necessary.

• Use the MENU button to toggle between the SENSOR and DISPLAY settings. Once

the SENSOR or DISPLAY setting is highlighted in red you may then use the round

KNOB to change to your desired setting. To save your settings select the OK button.

• To turn OFF use the switch next to the power supply inlet.

Warnings & Contraindications – This is an electrical device. It does pose a risk of 

electrical shock. Do not attempt to open the device or alter it in any way. If a 

malfunction occurs contact your supplier. Do not hang over sink or other water supply. 

Never expose device to excessive liquids, i.e. don’t spray with cleaners. Liquid may be 

absorbed into the device through capillary action. This device should not be used by 

personnel with wet hands. Keep out of reach of children.  


