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INSTRUCTIONS FOR USE 
 

 
56612 My Shield™ 

 
 

1) Indication for use: 
 

The My Shield™ Mobile Barrier is an adjustable height, lightweight, protective barrier with a convenient 
hour-glass design for hands-on access. This unique, versatile barrier offers along with its 0.5 mm lead 
equivalent protection the distinct convenience of height adjustability (10”) to protect the user whether 
seated or standing. These features are an essential advantage for all urologists, 
anesthesiologists, pain-care physicians, x-ray technologists, veterinarians and more. 
The barrier window is constructed of Clear Lead Acrylic. The window measures 24” wide x 48” high 
with anatomically positioned cutouts for the user’s arms to maintain continuous hands-on contact with the 
patient while maximizing radiation protection. 
Featuring an easy-roll, four hospital-grade caster base with a wide movement 
handle/bar. The ease of maneuvering and positioning flush to the table for total 
patient access is superb. 

My Shield personal mobile barrier (Stock number 56612) features: 

• 24" x 48" clear lead acrylic (0.5LE) with arm "Wrap Around" cutouts. 
• Height adjustable from 62" to 72" 
• Small footprint with locking casters 
• Foot activated height adjustment release 
• Telescoping tube with locking gas spring 
• Maneuvering bar for mobility and Positioning 
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My Shield Barriers 
 
 

2) Instructions for Use  
Note: It is always recommended to  

a) Roll and position mobile barrier to precisely where needed; 
b) Turn knob on backside to adjust to desired height and then tighten knob; 
c) For use around any imaging procedures using ionizing radiation, including fluoroscopy, x-ray, 

CT, and mammography. 
 

3) Routine care and cleaning instructions  
a. Clean Clear-Lead panel with a soft cloth, using water or ethanol if necessary. Do not 

leave Clear-Lead panel wet; dry it with a soft cloth; 
b. Avoid any abrasive materials from coming in contact with Clear-Lead window panel; 
c. Scratches can be removed by using a quality acrylic polish such as Novus Polish #2. 

 
4) Precautions/Warnings: Avoid tipping barrier more than 10 degrees from perpendicular as it may 

fall over. 
 

5) Disposal: Product should be disposed of according to applicable local laws.  
   

6) Adverse reactions: non known 
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