
S T E P  1  Attach the bracket 
to your handlebars, keeping it 
centered over the stem. Follow the 
instructions found on Minoura data 
card included. We recommend that 
you use the provided vinyl shims to 
protect your handlebars from getting 
scratched.

The default configuration is for the  
clamp to be on the right side of 
stem. You can dissemble the whole 
device and reverse if desired. A 3mm 
Allen wrench is required to do this.

S T E P  2  Attach the bag to the 
bracket using the exclusive eoGEAR 
Dual Tab System (DTS).
Shown to the right are the steps for 
attaching the tabs to the bracket (or 
piggy-backing a smaller pouch onto 
a larger bag).
1. Insert the heavy Velcro-loop male 
tab through the female webbing 
loops found on the bracket or host 
bag.
2. Adhere the tab to the back side 
of the bag.
3. Adhere the thin Velcro hook to 
the heavy male tab Velcro loop tab 
as shown.

S T E P  2  ( C O N T. )  Insert the 
Velcro tabs into this pair of webbing 
loops, following the steps outlined 
above in step 2.
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S T E P  3  Provided with most 
bags is a horizontal compression 
strap. Clip each end to the female 
buckles on either side of the bracket 
backboard. You can clip them into 
the upper or lower buckles, or 
sometimes you can clip one to the 
upper and the other side to the 
lower, so the strap goes diagonally 
across the bag.

Attached to each strap is a strap 
keeper or a sewn-in loop at the end 
of the web. This small buckle retains 
the loose end of the webbing. 
Please use it, otherwise risk getting 
it caught into the spokes of your 
wheel!

S T E P  4  Provided with this bracket 
is a QuickClose Velcro strap which 
is designed to work with zippered 
RandoBags (but not with Roll Top 
bags). Attach the black end of the 
strap to the D-Ring or rectangular 
“Uniloop” bag near the edge of 
the zipper. The gray webbing end 
is left loose and can secure the lid 
to the Velcro on the bracket (with 
one hand) without the need to 
continually use the zipper each time.

S T E P  5 — L A R G E R  B A G S 
Larger RandoBags have, in addition 
to the single horizontal compression 
strap, a vertical “upside down Y 
strap.” Clip the bottom male buckles 
to the side-bottom (or very bottom 
buckles if available) female buckles 
found on the bracket.

Clip the single silver-colored male 
buckle into the it’s respective female 
half which found on the top of the 
bracket. Cinch down very snug with 
a lot of pressure, so the bag doesn’t 
sway.

G E N E R A L  B A G  F E A T U R E S 
Hidden inside the zippered pocket 
is a lanyard with a snaphook, 
for attaching your keys or other 
valuable item. 

Underneath, or near the refelective 
strip, the webbing row is left 
open, for attaching a reflective 
yield symbol (# 3624-0EO). Most 
bags have a webbing slot near 
the bottom to secure the bottom 
of this “flag“ so it doesn’t flap in 
the wind.

An elastic loop is for stowing a pen 
or pencil.

Accessory D-rings for attaching 
apparel or other gear (i.e spare tire) 
to the outside of the bag. 2445-
KMD D-Ring Strap is available as an 
accessory.  
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I N T R O D U C T I O N  This bracket is designed to mount most eoGEAR RandoBags™ in 
front of your handlebars, centered over the stem. Originally, our RandoBags were designed 
to attach to a saddle, but with this bracket, you now have increased modularity and can 
mount a bag in the rear or front of your bicycle. 

The bracket is combination of the Minoura BH-100C Center Mount Bottle Cage Holder and 
a stiff backboard made by eoGEAR. This is the same backboard used on the eoGEAR 2321 
Angled Bracket. 

2323-SML eoGEAR Handlebar Bracket (small) For 22–29mm diameter bars. 
2323-MED eoGEAR Handlebar Bracket (medium) For 28–35mm diameter bars. This is the 
most common size found on most modern bicycles which are 31.8mm.

C L A M P - O N  H A N D L E B A R 

B R A C K E T  I N S T R U C T I O N S

 2323-SML (Small, for 22–29mm bars)


