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APPLICATIONS

MANUAL KEY RELEASE
FOR EASY ACCESS
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PROGRAMMABLE LOGIC AND AN
ADVANCED CHARGE CONTROLLER ENHANCED
FOR SOLAR APPLICATIONS

CONTROL BOARD
SLIDERS | SWINGERS | OVERHEADS WITH ARRAY OF FEATURES

By which all other automatic gate operators are measured
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SPECS

2016 UL 325 & UL 991 Compliant

Warranty 4 Year Residential, 3 Year Commercial

Motor 24 VDC Motor

Duty Cycle Continuous

Power Options 120/220 VAC Singla Phasa

Control Box Plated and Powder Coated Steel for extra rust
protection

and ample room for accessories
Dimensions W: 15" -L: 9.5" - H: 25"

Maximum Gate Weight & 1,600L0s/8", 1,200Lbs/12", 8B00Lbs/6&" and

Length 600Lbs/18"

Gate Travel Speed 15-208ec. per 80 degrees opening

Operator Weight 23Lbs Actuator Arm and 420 bs Control Box
Emergency Release Keyed Manual Releass Knob

Options

Battery Two 7 Ah Batteries 12VDC

Battery Backup Integrated, Capable of up to 450 cycles (Single Swing

Gate 12'/800Lbs)

Solar Capabilities 12VDC or 24VDC Solar Panel Input upto 80 Watts
Solar Charge Controller Maximum Power Point Tracking (MPPT) for maximurm
friji Technology affeciency
31/}
Limit Switch Magnetic Switches, easly accessible and easy slide
Intertek adjustment

FOR USE WITH CONTROL BOARD MANUAL KEY RELEASE MODERN & SLICK
LIGHT COMMERCIAL & WITH ARRAY OF FOR EASY ACCESS DESIGN
RESIDENTIAL GATES FEATURES
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