36LYF189

624—646 = 18.05 7.62 |
LABEL
(LB1087) MANUAL THERMAL 2.62—
W/BOOT 25 45 45
GREASE FITTING 275—| .25 KEY
1.75 LONG
/_ 243 " TOP OF
NAMEPLATE
; | // —
8.60 ° |
i1
101 | 8.497 8.44
] . 1) T
N I : P = - - - | - ]
: T
GROUND 8.86 4 HOLES
SCREW 1.1250 .50—-13 TAP ON
1.1245 4.50+32 7.25 DIA. B.C.
[ ]
e A ] =
I I
LEAD HOLE |
REF
(REF) [ 4,50 3.50 — [
6 HOLES
.41 DIA. I 5.50 — .50 6.38 4.31
| 6.50 8.63

LEAD HOLE
1.06 DIA

CUSTOMER IS RESPONSIBLE FOR DETERMINING THAT BALDOR’S PRODUCT WILL PERFORM SUITABLY IN THE INTENDED APPLICATION.

REV. DESC: CHANGE STACK FROM 640—646 TO 624—646 TO MATCH BAND ®
REV. LTR: V | VERSION: 03 | TOR: 000001079436 BALDOR - RELIANCE
FILE: \AAA\00012\618 | REVISED: 04:00:44 07/26/2018 | BY: ENALEMO HORZ 182—-4TC TEFC 36LC W/TYPE LE-MTO
MTL: — SH 1 of 1
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