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DUTY MASTER ALTERNATING CURRENT MOTORS

SQUIRREL—-CAGE INDUCTION
ENCLOSURE: PROTECTED & WEATHERPROTECTED |

TOTALLY ENCLOSED
MOUNTING: FOOT
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DIMENSIONS ARE IN INCHES

FRAME A @ E G H J 1] P BA K T Y ¢6)

4457 2100 | 1100 | 9.00 (112 [ 81 | 325 | 2362 | 2425 | 7.50 | S5.25 [ 325 [ ———

445TS 2100 | 1100 | 900 112 [ 81 | 325 | 2362 | 2425 | 7.50 | 525 [ 325 [ -—

4477 2100 | 1100 | 9.00 [ 112 [ 81 | 325 | 2425 | 2425 [ 7.50 | 3.25 [ 425 [ 5.00

447TS 2100 | 1100 | 9.00 [ 112 [ .81 | 325 | 2425 | 2425 [ 7.50 | 3.25 [ 425 [ 5.00

4497 2100 | 1100 | 9.00 (112 [ 81 | 325 | 2425 | 2425 [ 7.50 | 3.25 [ 425 [ 5.00

449TS 2100 | 1100 | 900 [112 [ 81 | 325 | 2425 | 2425 | 7.50 | 3.25 | 425 | 5.00

1

IVE END SHAFT AND KEY SQ. | OPPOSITE DRIVE END SHAFT AND KEY | SQ. | WT.
FRAME| C BS B 2F N_| N-W]| K3 V_|LGTH. | KEY [ FN |FN-FW|FU(3) | FV_|LGTH. | KEY [(LBS)
445T | 3956| 825 19.00 | 16,50 | 894 | 850 | 3.375| 825/ 688 | 875 [63L |S588 |2375|562[425 [.625 1410
445TS [ 3581 [ 825 19.00 | 16,50 [ 519 | 475] 2375[ 450 | 3.00 [ .625 [S19 | 475 | 2375|450 [ 3.00 [.625 | 1410
447 43,06 | 10.00 | 22.50 | 20.00 | 894 850 | 3.375| 8.25[/ 688 | 875 [6.31 |[S588 |2375[562]425 |.625 1730
447TS | 39, 0.00 | 22.50 | 20,00 | 519 | 475]| 2375]| 450 300 | 625 |S19 [475 [2375]450 300 |.625]1730
449 48,06 | 12,50 | 27.50 | 25.00 | 894 850 | 3.375| 825[/ 688 | 875 [631 588 |2375[562]425 |.625|2100
449TS | 44,31 | 12,50 | 27.50 | 25.00 | 519 | 475| 2375| 450 3.00 | .625 [S519 [475 |2375 [4.50 | 300 |.625 [ 2100
[<B)
CONDUIT BOX
AA STANDAR.

| FRAME| <4) PROT | TENV | ABC(S) | ACCS) | AF
1445 4° | 12.00 00 | 2275 17.50 | 7.00
445TS 4c | 12.00 00 | 2275|1750 | 7.00
447 4° | 12.00 00 | 2275 17.50 | 7.00
447TS 4° | 12.00 00 | 2275]17.50 | 7.00
449 4c | 12.00 0 | 22751750 | 7.00
449TS 4c | 12.00 00 | 2275 17.50 | 7.00
[<B)

<1> SPECIAL DIMENSIONS ON THIS LINE

CONDUIT BOX LOCATED ON OPPOSITE SIDE WHEN F-2, W-1,
V-4, W-5, W=7, DR C-1 MOUNTING IS SPECIFIED. STANDARD

Mww w N\ﬁww ﬂrﬂw H.wms 01 DOUBLE SHAFT SUPPLIED ONLY WHEN SPECIFIED. IF MOUNTING
o O, O PLIED ONLY VHEN SPECIFIED CLEARANCE DETAILS ARE REQUIRED CONSULT FACTORY.
MAXIMUM PERMISSIBLE SHAFT RUNDUT WHEN MEASURED AT END
(5> DIMENSIONS SHOWN ARE FOR POTECTED MOTORS, ey vieasepyeiiuiid i o o
FOR TENV MOTORS “AB‘=23.37, “AC’=18.2 003 TIR.
(6) 445 FRAME HAS ONE EYEBOLT C_ OF FRAME.
FRAME- TYPE= CERTIFIED FIR-
ORDER-. ITEM- HP- RPM- PH- HzZ- VOLTS-

SALES ORDER-.
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APPROVED BY=

DATE

CUSTOMER IS RESPONSIBLE FOR DETERMINING THAT BALDOR’S PRODUCT WILL PERFORM SUITABLY IN THE INTENDED APPLICATION.
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