END PLAY: $\quad .010[.25]$ TO $.063[1.60]$

BEARINGS:

MOUNTING
POSITION: HORIZONTAL

ELECTRICAL DATA:

OVERLOAD
PROTECTOR
LEADS:
automatic reset (t.l. 7AM 036)

Ground lead
GROUND LEAD:
No. 18 GA., . $03[.8]$ THK., (GREEN) INSUL.

 |APPD

| GEOMETRIC CHARACTERISTICS \& SYMBOLS <br> $\square$ FLATNESS <br> - STRAIGHTNESS <br> $\perp$ PERPENDICULARITY (SQUARENESS) <br> // PARALLELISM <br> a CYLINDRICITY (CIRCULARITY) <br> - PROFILE OF ANY SURFACE <br> $\hat{1}$ PROFILE OF ANY LINE <br> Q TRUE POSITION <br> - SYMMETRY <br> ASME Y14.5M 1994 |
| :---: |
|  |  |
|  |  |
|  |  |
|  |  |




P LENGTH
GROUND LEAD (TERMINAL AT
BEYOND MOTOR ODE

| GREEN(GRD) | $\begin{gathered} 8.0 / 9.0 \\ {[203 / 229]} \end{gathered}$ | .25[6.4] RING |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: |
| BROWN | $\begin{aligned} & 13.0 / 15.0 \\ & {[330 / 381]} \end{aligned}$ | .25[6.4] FLAG |  |  |  |
| BROWN/WHITE | $\begin{aligned} & 13.0 / 15.0 \\ & {[330 / 381]} \end{aligned}$ | .25[6.4] FLAG |  |  |  |
| WHITE | $\begin{aligned} & 23.0 / 25.0 \\ & {[584 / 635]} \\ & \hline \end{aligned}$ | .25[6.4] PRE-INSUL. FEMALE SPADE |  |  |  |
| BLACK | $\begin{aligned} & 23.0 / 25.0 \\ & {[584 / 635]} \end{aligned}$ | .25[6.4] PRE-INSUL. FEMALE SPADE |  |  |  |
| YELLOW | $\begin{aligned} & 23.0 / 25.0 \\ & {[584 / 635]} \\ & \hline \end{aligned}$ | $\begin{gathered} .25[6.4] \text { PRE-INSUL. } \\ \text { FEMALE SPADE } \\ \hline \end{gathered}$ |  |  |  |
| BLUE | $\begin{aligned} & 23.0 / 25.0 \\ & {[584 / 635]} \end{aligned}$ | $\begin{gathered} .25[6.4] \text { PRE-INSUL. } \\ \text { FEMALE SPADE } \end{gathered}$ |  |  |  |
| RED | $\begin{gathered} 23.0 / 25.0 \\ {[584 / 635]} \\ \hline \end{gathered}$ | .25[6.4] PRE-INSUL. FEMALE SPADE | MAIN FRAME - OLE OPEN <br> END FRAME - OLE OPEN |  |  |
| COLOR | LENGTH | TERMINAL OR | MAIN FRAME - LE OPEN | CUSTOMER |  |
|  | LENGTH | STRIP LENGTH | ENCLOSURE |  | DISTRIBUTION |
| LEAD DATA |  |  |  |  |  |




