Uncontrolled Copy

MODEL: C48J2PA105C5
CUST PN: USQ1072

HP: 0.75 SF: 1.27
ROT: CCWPE

RPM: 3450

TYPE: UAC CODE: J
FORM: FRAME: 48 Y
VOLTS: 230/115

AMPS:

MAX AMPS: 6.7 /13.4

SF AMPS: —

PH: 1 HZ: 60
INS: B AMB: 50°C
DUTY: CONT

ENCLOSURE: ODP

THERMALLY PROTECTED

. @ GRD_GREEWGROUND) ] 4.

HIGH VOLTAGE SHOWN. ROTATE DIAL
CCW TO 115 FOR LOW VOLTAGE.

USE COPPER CONDUCTORS ONLY.
INSTALL MOTOR WITH VENTS DOWN. :

ACCEPTABLE FOR FIELD WIRING
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1. FINISH PAINT TO BE SATIN BLACK.

2. .44[11.2] WRENCH FLATS ON SHAFT—FOR ACCESS
TO THIS WRENCH FLAT REMOVE END COVER.

S. STAINLESS STEEL SHAFT EXT.

LIMITS ON AMPLITUDE OF VIBRATION MEASURED
AT BEARING HOUSING =

CONNECTED FOR 230 VOLTS. QUICK VOLTAGE
CHANGE DIAL INCLUDED ON THE TERMINAL BOARD.

6. SUPPORT PAD TO BE PACKED WITH EACH MOTOR
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