Uncontrolled Copy

NOTES:

. NO KNOCKOUTS TO BE REMOVED.

LOCATION OF IMPELLER TO BE .178/.098 FROM EDGE OF IMPELLER
TO INSIDE OF HOUSING SHELL.

3. COIL LEADS INSIDE CONDUIT BOX AND SECURE WITH PC 325 SCREW
AFTER TESTING.

4. PACK 1 PER CONTAINER, 150 MAX. PER PALLET, PACKING ASSY. 87854000,
30 CONTAINERS PER LAYER, 5 LAYERS PER PALLET, P.S. 88834200.

5. CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF
THE PALLET. SEE P.S. 88834408.

6. NO PACKING TAPE OVER CARTON LABEL.
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CUSTOMER PART NO.

LEAD MATERIAL

18 GA. 125°C 2/64 INSUL.
X-LINKED POLY. BLACK
8.00/6.00 IN. LONG
.56/.44 IN. STRIP

R 1.93

%) 195
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TYPICAL PERFORMANCE TEST DATA IN FREE AIR UNLESS OTHERWISE SPECIFIED DIMENsIONS ARE FASCO MOTORS GROUP
FRACTIOKI\Isl HerEs Tt?lzl_gmltglzs ARE ANGLES FAE’CO AC MOTOR/BLOWER DIVISION
£116 XX £ .01 £1°
AT 1 1 5 VOLTS 60 HZ XXX + 005 CONFIDENTIAL: DO NOT DUPLICATE OR DISCLOSE TO THIRD PARTIES WITHOUT
ECO. NO. REV. DATE APPROVAL R.P.M. WATTS AMPS APPROVALS DATE WRITTEN PERMISSION OF FASCO MOTORS GROUP, AC MOTOR/BLOWER DIVISION.
TITLE
4006892 | 52 {10/01/2012| BGP/SDM 2950 50 5 i JMH 02/28/2005 BLOWER ASSEMBLY
4008393 | 53 | 2/21/2013 | SDM/KSA Sz T DWG o, REV
4008668 | 54 | 3/21/2013 | SDM/KSA cuecreo  SDM 02/2612005 | B 7021 1641 54
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