Uncontrolled Copy

NOTES:

1. FLANGES MUST BE IN SAME PLANE WITHIN 1/8 INCH.

2. ASSEMBLE SCREEN BETWEEN HOUSING AND INLET RING WITH PC 324 SCREW.

3. PACK 1 PER CONTAINER, 36 MAX. PER PALLET, PACKING ASSY: 0032-0613
9 CONTAINERS PER LAYER, 4 LAYERS PER PALLET, P.S. 88834200 & 88834408.
BULK PACK: 8 PER CONTAINER, 48 MAX. PER PALLET, PACKING ASSY:87854268,
P.S. 88834200 & P.S. 88834408.

4. LOCATION OF IMPELLER TO BE .239/.159 FROM EDGE OF IMPELLER TO INSIDE
OF HOUSING SHELL.

5. CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF THE

PALLET. SEE P.S. 88834408.
6. NO PACKAGING TAPE OVER CARTON LABEL.
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LEAD MATERIAL

18 GA.125°C 2/64 INSUL.

X-LINK POLY ., (2) BLK
20.00/18.00 IN. LONG
.68/.56 IN. STRIP
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TYPICAL PERFORMANCE TEST DATA IN FREE AIR UNLESS OTHERWISE SPECIFIED DIMENSIONS ARE FASCO MOTORS GROUP
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