Uncontrolled Copy

NOTES:
1. NO STA-LOC REQUIRED ON IMPELLER.
DIMENSION IS WITH ENDPLAY PUSHED TOWARD MOTOR FROM INSIDE OF
HOUSING SHELL.

3. INSPECTION TEST FIXTURE REQUIRED.

4. PACK 1 PER CONTAINER, 80 MAX. PER PALLET, PACKING ASSY. 87854335,
16 CARTONS PER LAYER, 5 LAYERS PER PALLET, P.S. 88834200 AND
P.S. 88834408.

5. CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN

END OF THE PALLET. SEE P.S. 88834408.
6. NO PACKAGING TAPE OVER CARTON LABEL.
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CUSTOMER PART NO.

LEAD MATERIAL
18 GA. 125°C 4/64 INSUL.
EPDM. (2) BLACK
12.00/10.00 IN. LONG

SOCKET TERMS. 89036006
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TITLE
4002197 | 08 | 05/31/11 | MLM/PLA 3150 66 91 e BGP 07/01/2005 BLOWER ASSEMBLY
4007810 | 09 | 1/7/2013 | SDM/BGP SIZE | DWG. NO. REV.
cHeckeo  SDM 07/01/2005 B 7021 9406
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