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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        1
    .XX       0.01         [ 0.25]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]
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ECO DESCRIPTION

DATEAPPROVED BY

DATEREVISION BY

ECO

DRAWING REVISION

REFERENCE MATERIAL

SHEETDRAWING NUMBERSIZE

DESCRIPTION

THIRD ANGLE
PROJECTION

DRAWN BY

DATE

DATE

APPROVED BY

7

PROCESS/FINISH

6
1 OF 1D 702111845

SDM

2/20/2015

BGP

2/20/2015

JA PLA 12/14/2017

ECO-0135786 BAA 12/14/2017

ADDED GASKET NOTE TO PACKING NOTE BLOWER ASSY

SEE NOTE 7

LEAD MATERIAL
18 GA. 125°C 2/64 INSUL.
X-LINKED POLY. (1) BLACK, (1) WHITE
8.00/6.00 [203.20/152.40] 
SOCKET TERMS. 
AMP 350536-1

GROUND LEAD MATERIAL
GRN/YEL
33.00/31.00 [838.20/152.40]
FSPADE TERM. 
AMP 41274

THERMALLY PROTECTED
CLASS "B" INSULATION
SEALED BALL BEARING
416 SS SHAFT

1.  ASSEMBLE PC 352 SEAL BEFORE MOTOR HAS BEEN ASSEMBLED.

X

A A

SECTION  C-C

C

C

D

D

SECTION  D-D

SECTION  A-A 

61304882

NO. 702111845

Model A211    

2.   ALL UNITS TO BE 100% TESTED ON AUTOMATIC TEST FIXTURES PER TEST LIMITS ESTABLISHED IN THE 
      TESTER DATABASE. 

NOTES:

4.   PACK 1 PER CONTAINER, 12 CONTAINERS PER LAYER, 3 LAYERS PER PALLET, 36 MAX. AMT PER PALLET, 
      PACKING ASSY. 87854866, PER 88834200 AND 88834408.  PLACE GASKET PC 319 IN CARTON WITH BLOWER.

3.   INSPECTION TEST FIXTURE REQUIRED.

5.   CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF THE PALLET PER 8884408.

6.   NO PACKAGING TAPE OVER CARTON LABEL.

LABEL

DRAIN 
HOLE
CLOSED

DRAIN HOLE 
CLOSED

61304882

BLACK PIN 1

WHITE PIN 2

Assembled In Mexico

61299553

2X .116 ± .003 [2.946 ± .076] (INC. DFT.)
      .225 [5.715] DEEP

CHAMFER
.031 [.787] X 45°

SURFACE FLAT
± .032 [.813]

383

316

366

KEY

TERMINAL HSG.
AMP 1-480699-0

332

323

1  352

7.   BLOWER - BLACK, MOTOR - GRAY.

TYPICAL PERFORMANCE TEST DATA
WITH 1.25 [31.75] INLET RESTRICTOR

AT 115 VOLTS 60 Hz

RPM WATTS AMPS

3350 160 2.35

BLOWER WEIGHT
5.25  LBS.

ENDPLAY
.XX/.XX

APPLICATION:  GAS FURNACE B LA FR A S C E B A

CUSTOMER:  FASCO DIST. PS 21 47 F 06 ET 5 0 0

CUSTOMER PN:  A211

2.015
2.005

51.181
50.927  .500

12.700
 

 9.48
9.46

240.79
240.28

 B.C.

9.26
9.24

235.20
234.70

2.565
2.555

65.151
64.897

2X .25
.23

6.35
5.84

180° APART

6X .531
13.487

2X .060
1.524

 .100
.060

2.540
1.524

 

3.3
84.6

9.738 MAX
247.345 MAX

 

 4.833
4.828

122.758
122.631

 

 2.103+
-
.0000
.0500

53.416  
-
.0000
1.2700

 

-DFT

 2.393
2.373

60.782
60.274

 3.583
3.573

91.008
90.754

 

 .739
.729

18.771
18.517

 

 .275
6.987

 

.130
3.302

6X .364
9.246

4X .128
3.251

6X .531
13.487

 .483
12.268

 

2X .060
1.524

 .500
12.700

 

5.99
152.15
MAX.

 2.75
69.85
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