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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        1
    .XX       0.01         [ 0.25]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]
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ECO DESCRIPTION

DATEAPPROVED BY

DATEREVISION BY

ECO

DRAWING REVISION

REFERENCE MATERIAL

SHEETDRAWING NUMBERSIZE

DESCRIPTION

THIRD ANGLE
PROJECTION

DRAWN BY

DATE

DATE

APPROVED BY

7

PROCESS/FINISH

6
1 OF 1D 70512985

SDM

4/16/2018

MLS

4/16/2018

AA SDM 4/16/2018

ECO-0142171 MLS 4/16/2018

CHANGE PACKING NOTE OUTLINE
BLOWER ASSY

BLACK

NOTES:
COIL LEADS INSIDE CONDUIT BOX AND SECURE WITH PC 324 SCREWS, AFTER TESTING.1.
NO KNOCKOUTS REMOVED.2.

LOCATE THE HUB OF THE IMPELLER FLUSH WITH THE END OF THE SHAFT.3.
FLANGE WILL NOT SUPPORT WEIGHT OF BLOWER ALONE. REQUIRED OTHER EXTERNAL MOUNTING MEANS.4.
PACK 1 PER CONTAINER, 4 PER LAYER, 2 LAYERS PER PALLET, 8 MAX. PER PALLET, PACKING ASSY. 87855526, PER 88834200 AND 88834408.5.
CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF THE PALLET. PER 88834408.6.
NO PACKING TAPE OVER CARTON LABEL.7.

LEAD MATERIAL
18 GA. 125°C 2/64 INSUL.
EPDM. BLACK
8.00/6.00 [203.20/152.40]
.56/.44 [14.22/11.18] STRIP

THERMALLY PROTECTED

 APPLICATION: B LA FR A S C E B A

 CUSTOMER:  FASCO DIST. 20 51 10 V 07 OT 5 7 0

 CUSTOMER PN:  B68042

TYPICAL PERFORMANCE TEST DATA
IN FREE AIR

AT 115 VOLTS 60 Hz

RPM WATTS AMPS

1020 392 5.95

BLOWER WEIGHT
LBS.

ENDPLAY
.050/.005

[1.270/0.127]

 7.035
7.025

178.689
178.435

 

 6.431
6.421

163.347
163.093

 

5.12
130.05

 6.30
6.26

160.02
159.00

  .17
.13

4.32
3.30

 

 10.93
10.81

277.62
274.57

 

 6.21
6.17

157.73
156.72

 

 5.58
5.54

141.73
140.72

 

.315

.305
8.001
7.747
TYP.  7.67

7.63
194.82
193.80

 

4X .286
.276

7.264
7.010

 7.06
7.02

179.32
178.31

 

 5.74
5.70

145.80
144.78

 

 13.12
13.08

333.25
332.23

 

 14.89
14.85

378.21
377.19

 

 5.71
5.67

145.03
144.02

 

 12.04
12.00

305.82
304.80

 

*

*

*

*
*

*

*
*

*

*

*
*
*

*
*

*

*
*

OIL HOLE
@30°

324 329

319332

WARNING
LABEL

NAMEPLATE

325

317

300

315  3

Regal Beloit America, Inc.
TM

COPYRIGHT REGAL BELOIT AMERICA, INC. ALL RIGHTS RESERVED.
PROPRIETARY AND CONFIDENTIAL INFORMATION - THIS DOCUMENT IS THE PROPERTY OF

REGAL BELOIT AMERICA, INC. ("OWNER") AND CONTAINS OWNER'S PROPRIETARY
INFORMATION. ANY PERSON, CORPORATION OR OTHER FIRM RECEIVING IT IS DEEMED,

BY RECEIVING IT, TO AGREE THAT IT, AND/OR ANY PART OF IT, SHALL NOT BE DISCLOSED
TO ANY PERSON, CORPORATION OR OTHER ENTITY, DUPLICATED, AND/OR USED, EXCEPT
AS EXPRESSLY APPROVED IN WRITING IN ADVANCE BY OWNER. THIS DOCUMENT SHALL

BE RETURNED TO OWNER UPON REQUEST. IT MAY BE SUBJECT TO CERTAIN
RESTRICTIONS UNDER APPLICABLE EXPORT CONTROL LAWS AND REGULATIONS.

TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        1
    .XX       0.01         [ 0.25]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]

124

B

A

124

3

3

B

58

A

C

DD

C

5678

ECO DESCRIPTION

DATEAPPROVED BY

DATEREVISION BY

ECO

DRAWING REVISION

REFERENCE MATERIAL

SHEETDRAWING NUMBERSIZE

DESCRIPTION

THIRD ANGLE
PROJECTION

DRAWN BY

DATE

DATE

APPROVED BY

7

PROCESS/FINISH

6
1 OF 1D 70512985

SDM

4/16/2018

MLS

4/16/2018

AA SDM 4/16/2018

ECO-0142171 MLS 4/16/2018

CHANGE PACKING NOTE OUTLINE
BLOWER ASSY

BLACK

NOTES:
COIL LEADS INSIDE CONDUIT BOX AND SECURE WITH PC 324 SCREWS, AFTER TESTING.1.
NO KNOCKOUTS REMOVED.2.

LOCATE THE HUB OF THE IMPELLER FLUSH WITH THE END OF THE SHAFT.3.
FLANGE WILL NOT SUPPORT WEIGHT OF BLOWER ALONE. REQUIRED OTHER EXTERNAL MOUNTING MEANS.4.
PACK 1 PER CONTAINER, 4 PER LAYER, 2 LAYERS PER PALLET, 8 MAX. PER PALLET, PACKING ASSY. 87855526, PER 88834200 AND 88834408.5.
CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF THE PALLET. PER 88834408.6.
NO PACKING TAPE OVER CARTON LABEL.7.

LEAD MATERIAL
18 GA. 125°C 2/64 INSUL.
EPDM. BLACK
8.00/6.00 [203.20/152.40]
.56/.44 [14.22/11.18] STRIP

THERMALLY PROTECTED

 APPLICATION: B LA FR A S C E B A

 CUSTOMER:  FASCO DIST. 20 51 10 V 07 OT 5 7 0

 CUSTOMER PN:  B68042

TYPICAL PERFORMANCE TEST DATA
IN FREE AIR

AT 115 VOLTS 60 Hz

RPM WATTS AMPS

1020 392 5.95

BLOWER WEIGHT
LBS.

ENDPLAY
.050/.005

[1.270/0.127]

Uncontrolled Copy


