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TOLERANCES UNLESS
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 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        0.5
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   XXX     0.005       [ 0.127]
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REMOVE BURRS & BREAK SHARP
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ECO DESCRIPTION
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APPROVED BY

SIZE

ECO

PROCESS/FINISH

OUTLINE

C 71732238 1 OF2

M.GU

09-10-2014

A.SUN

09-10-2014

BA FDP 8/24/2017

ECO-0129348 PLA 8/24/2017

CHANGED WARNING LABEL TO FIT MOTOR 

-

MOTOR ASSY

1780 1.73 90 51.12103.2117.8157

HORIZONTAL

UP

DOWN

MOTOR TYPE REFERENCE SAMPLE NUMBER

B LA FR A S C E B A

TYPICAL PERFORMANCE AT   115
IDLE FULL LOAD LOCKED BREAK

RPM AMP WATT IN OZ RPM WATT IN OZ AMP WATT IN OZ
MOTOR
SPEED

FRONT SHAFT POSITIONCUSTOMER APPROVAL

SIGNED:

DATE:

CUSTOMER:
CUSTOMER PN:

APPLICATION:
ENVIRONMENT:

MOTOR WEIGHT:

VOLTS 60 HZ

SHADED PLOE

-

DAMP

X-0006673-2

FASCO FDC.
D0042

AMP

COUNTER SALES

47.6 1550 2.17

300 0V 5HC063573

270°

FRONT END

180°

90°

0°

N
/P

 L
A

B
E

L

ROTATION

SHAFT DETAIL

END PLAY

TOP

103

BACK END

105

109

0°

(62°)

X-LINKED POLY, (2) BLACK,
13.00/11.00[330.20/279.40] LONG
WITH .56/.44[14.22/11.18] STRIP

GROUND LEAD MATERIAL
18 GA. 125°C 2/64 INSUL.
X-LINKED POLY, GRN/YEL
13.00/11.00[330.20/279.40] LONG
W/RING TERM. 8902-0157
AMP 350436-2

LEAD MATERIAL
18 GA. 125°C 2/64 INSUL.

NOTES:

1. MOTOR HAS 416 S.S. SHAFT.
2. NO PACKAGING TAPE OVER CARTON LABEL.

102

 8X
#8-32 UNC-2A THD.

 6129 9553

T.P.

 0046 4398                                                                                                           

AO

Assembled in Mexico   
60 Hz      Class B 115 V 
1550 RPM2.18 A

Max Amb 40° C

No. 71732238
TYPE U73B1

Reference 1/15 HP
Cust.P/N D0042 E40513

APPLY IN A CONVENIENT LOCATION
   TO READ FROM CLIP END
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CHANGED WARNING LABEL TO FIT MOTOR 
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BACK ENDFRONT END

104

119

LEADS OUT

NOTES:

1.MAXIMUM TORQUE REQUIRED TO TURN MOTOR SHAFT IS  3/8 INCH-OUNCE.
2.MAKE-UP WASHERS ARE TO BE ADDED OR DELETED TO ACHIEVE REQUIRED ENDPLAY.
3.SEE ROTOR AND SHAFT DRAWING FOR WASHER SET-UP.
4.DRILL PILOT HOLE WITH #37 DRILL .300/.275[7.620/6.985] DEEP AT CENTER 
   OF DRILL AND PIN COOLING BAND SECURELY TO STATOR AND SLEEVE ASSEMBLY 
   IN ONE PLACE.
5.PRESS STATOR IN SLEEVE SO THAT LEADS ARE LOCATED 28° FROM SLEEVE
   LEAD EXIT.

NOTES:

1. PACK PER 8883 4200. (1) PER CONTAINER, (40) PER LAYER, 
  (6) LAYERS, (240) MOTORS MAX. PER PALLET.
2. PLACE FILLER FOAM RING ON END OF MOTOR & FILLER TUBE ON 
  SHAFT EXTENSION END, PLACE MOTOR IN CARTON, LEADS DOWN, 
  CLOSE FLAPS AND TAPE. CARTON LABELS MUST ALL FACE ONE
  DIRECTION TOWARD OPEN END OF PALLET. SEE 88834408.
3. NO PACKING TAPE OVER CARTON LABEL.
4. PLACE FLAT PAD ON PALLET, (1) BETWEEN EACH LAYER, & (1) ON
  TOP LAYER OF CARTON, PLACE ALL INSPECTION AND WRITING ON THE 
  TOP FLAT OF PAD TO PREVENT MARKING ON CARTONS, PRIOR TO 
  STRETCH WRAP.

PACKING SPECIFICATIONS

ROTATION

SLEEVE LEAD
EXIT LOCATION .645

.625
16.383
15.875
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