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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        1
    .XX       0.01         [ 0.25]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]
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FDP

8/14/2017

SDM

8/14/2017

AA FDP 8/14/2017

ECO-0129348 SDM 8/14/2017

CHANGED SAFETY LABEL TO 61305568

MOTOR ASSY

NOTES:
270 MAX. MOTORS PER PALLET.1.
NO PACKING TAPE OVER CARTON LABEL.2.

FRONT END

LEAD MATERIAL 
18 GA. 4/64 INSUL. 125°C EPDM (1) 
BLACK, 23.00/21.00 [584.20/533.40] 
W/FSPADE TERM. AMP 42692-2 (1) 
BLACK, 13.00/11.00 [330.20/279.40] 
W/FSPADE TERM. AMP 42692-2
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CUSTOMER: FASCO DIST. APPLICATION:
CUSTOMER PN: D106 MOTOR WEIGHT: 2 LBS

ENVIRONMENT: DRY

MOTOR TYPE 
SHADED POLE

B LA FR A S C E B A
00 73 30 V 01 ER 5 1 0

TYPICAL PERFORMANCE AT 115 VOLTS 60 HZ   
IDLE LOADED LOCKED BREAK

MOTOR SPEED RPM AMP WATT IN OZ RPM AMP WATT IN OZ AMP WATT IN OZ
1747 .96 54 16.4 1550 1.00 74 7.0 1.37 104 19.2
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CHANGED SAFETY LABEL TO 61305568

MOTOR ASSY

BACK END

PACK PER 88834200, 1 PER CARTON, 45 PER LAYER.270 MAX. PER 1.
PALLET.
PLACE FOAM RING ON WELD BOLTS OPPOSITE SHAFT END OF 2.
MOTOR AND FILLER TUBE OVER SHAFT. PLACE MOTOR IN CARTON 
SHAFT UP. CLOSE FLAPS AND TAPE.
PLACE CARTON LABEL ON SHAFT EXTENSION END OF CARTON.  3.
CARTON LABELS MUST ALL FACE DIRECTION TOWARD THE OPEN 
END OF THE PALLET. SEE 88834408.
PLACE (1) FLAT PAD BETWEEN EACH LAYER AND (1) ON TOP. TRIM 4.
FLAT PADS SO THEY DO NOT EXTEND PAST OUTER EDGE OF 
CARTONS.
PLACE ALL INSPECTION STICKERS AND WRITING ON TOP FLAT PAD.5.

NOTES:
STAKE STATOR TO MAIN FRAME PER 88830264.1.
MAXIMUM TORQUE REQUIRED TO TURN MOTOR SHAFT IS 1/4 IN. OZ.2.
MAKE UP WASHERS ARE TO BE ADDED OR DELETED TO ACHIEVE REQUIRED ENDPLAY.3.

PACKING SPECIFICATIONS
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