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NOTES ECO REV. DATE SPEC/CHECK
1. STATOR LOCATION DIMENSION IS FROM SLEEVE EDGE (OPPOSITE LEAD END) TO STATOR STEEL 630864 11 3-19-03 DJK/RWS
1.11/1.09 638840 12 11-18-08 GAE/GAE
2. STATOR STACK 1_1/4". 639236 13 03-18-09 GAE/GAE
3. THRU AIR SPACING BETWEEN WIRE AND METAL_.063 MIN. 4007863 14 1711/2013 KSAPLA
A. SEE PACKAGING MANUAL PAGE 4 FOR PACKAGING
4. TIE BOLT TORQUE TOLERANCE 13-17 IN. LBS. PROCEDURE.
5. LOCATE TOP LABEL, 6120 6085, BESIDE NAMEPLATE AS SHOWN TO READ RIGHT FROM LEAD 1 MOTOR/CARTON;
END OF MOTOR. 12 MOTORS/LAYER;
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6. ASSEMBLE SPRING, 00511620, IN OPP. LEAD END END SHIELD. ASSEMBLE BEARING SPACER, % 4 LAYERS/PALLET,
0006 1226, IN OPPOSITE END SHIELD. X 48 MOTORS/PALLET.
~
B. CENTER LABEL, 6122 9176, ON END OF CARTON.
C. SEE DRAWING 8785 6079 SH. 2 FOR PALLET LAYOUT.
D. PLACE 3 EYELETS, 8654 6004, IN COIN ENVELOPE,
9782 4000, AND PLACE IN CARTON WITH MOTOR.
E. PLACE PAMPHLET, 6122 4579, IN CARTON WITH MOTOR.
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PRODUCTION TEST AT IDLE PERFORMANCE TEST 115 VOLTS 60HZ 1PH 1/8HP
115 VOLTS 60 HZ SIS IDLE LOADED LOCKED BREAK
AMP WATT RPM AMP WATT 0Z/IN RPM AMP WATT 0Z/IN AMP WATT 0Z/IN
6.16 — 504 | 3047 — 2493 | HIGH 1174 5.6 277 151 1070 6.0 3.91 68 8.3 512 197
HI-POT TEST 2000 VOLTS
MAX LEAKAGE CURRENT 5 mA
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_ _ 453 LEAD DATA: 18 GA. 4/64 INSUL. 125° C EPDM. 2 BLACK
443 6120 6085 LEADS 24.00/22.00 IN. LONG. (1) WITH .56/.44 IN. STRIP AND
T (1) WITH A .56/.44 IN. TIN DIPPED STRIP.
GROUND DATA: 18 GA. 2/64 INSUL. 105° C THERMO.
GRN/YEL LEAD 7.00/6.00 IN. LONG WITH A 5/16" SMOOTH
RING TERMINAL.
SPECIAL INSTRUCTIONS: SHAFT IS BONDERIZED. EYELETS ARE SUPPLIED.
PAMPHLET PACKED WITH MOTOR.
0046-4072 0046-4282
f Fasco Ir_1d_u_stries, Inc. \
[SVANS'@ @] Motor Division @ A C MOTORS PACKED MAX. PER SKID: PALLET PACK, 48 CARTON PACK.
Assembled in Mexico SAFETY WARNING CUSTOMER: PROPRIETARY: DO NOT DUPLICATE OR DISCLOSE TO THIRD PARTIES WITHOUT
No. 71520067 TYPE U52 AO LR6319 This Motor Must Be WRITTEN PERMISSION OF FASCO IND. INC. , ELDON MO.
15V 60 Hz o OB | Grondetin FASCO DISTRIBUTING CO. . FASCO INDUSTRIES, INC.
6.0A 1070 RPM ) :
Model D1082 Max Amb: 40°C O e o Provent PART NUMBER: MOTOR DIVISION
Shielded Ball Brg PH 1 Pos;ilbletl.njulrérli)uekTo D1082 MOTORS AND BLOWERS ELDON PLANT
Thermally Protected OSB eeicarshoe
\_ E\j ) APPLICATION: DIST. SALES MOTOR TYPE MOTOR NUMBER|REV.
FINISH COLOR: GRAY SHADED POLE 7152 0067 14
o o 61299553 -[MOTOR WEIGHT: 80 LBS.
LOCATE € OF NAMEPLATE ON € OF SLEEVE TO READ RIGHT FROM 2 ; BI|LA|FR|A|S|C A
LEAD END OF MOTOR CENTER AT 0°. 8| ENVIRONMENT: _ DRY
E| INSULATION CLASS: A 00(52|33| Vv |05|AF| 5|00
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