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REVISED N/P FORMAT, UPDATED STANDARDS

13 |LABEL NOTE TO PACKING

PLA 11/28/07

REMOVED BARCODE FROM LABEL, ADDED CARTON

14

MLM 6/9/10

ADDED PACKING NOTES TO SH. 01 & SH. 02, ADDED 416
S.8. SHAFTING NOTE

4005182
BP 4/05/2012

ANGULAR +/- 1 DEGREE

STANDARD TOLERANCES:

2 PLACE DECIMAL +/-.01 3 PLACE DECIMAL +/- .005
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{ O O J 4X #8-32 UNC-2A THD.
] LEAD MATERIAL /
90 18 GA. 125°C 2/64 INSUL. (152°)
X-LINKED POLY. \
(1) BLACK, 14.00/12.00 IN LONG. . ax 515 ROTATION
.44/.32 IN STRIP (TINNED) , 460
(1) BLACK, 18.00/16.00 IN. LONG
MSPADE TERM. 8903-9148 @ 3125 (TN 270
AMP #2-520102-2 3122 ] 260
b
SHAFT DETAIL
& 0046-4072 0046-4282
f Fasco Ir_1d_u'_stries, Inc.
VolorDvision @ @y (T SAFETY WARNING
Assembled in Mexico This Motor Must Be
No. 71730295 TYPE U73B1 AO LR6319 Grounded in
] 120V 60 H a B Accordapce With Lgcal
NOTES: 20A 1600 RPM 115 Hp o ol
Model D109 Possible Injury Due To
1. MOTOR HAS 416 S.S. SHAFTING. Thermally Protected Electrioal Shock
2. NO PACKAGING TAPE OVER CARTON LABEL. \_ . )
N 61299553
FRONT SHAFT POSITION %* TYPICAL PERFORMANCE AT 120 VOLTS 60 Hz. CUSTOMER: FASCO DIST. FASCO MOTORS GROUP
upP MOTOR IDLE LOADED LOCKED BREAK| pART NUMBER: D109 FA @ ®] AC MOTOR/BLOWER DIVISION
HORIZONTAL SPEED R.P.M.| AMP. | WATT (IN.OZ. |R.P.M.| AMP. | WATT |IN.OZ. | AMP. | WATT (IN.OZ. | APPLICATION: HUMIDIFIER CONFIDENTIAL: DO NOT DUPLICATE OR DISCLOSE TO THIRD PARTIES WITHOUT
) WRITTEN PERMISSION OF FASCO MOTORS GROUP, AC MOTOR/BLOWER DIVISION.
1761 | 1.84 | 105 | 41.4 | 1600 | 2.09 | 157 |19.2 | 3.26 | 242 54.4 | MOTOR WEIGHT: 3.75 LBS. MOTOR TYPE DRAWING NUMBER
DOWN
ENVIRONMENT: DAMP
CUSTOMER APPROVAL: SHADED POLE 7173 0295
FINISH COLOR: BLACK EV
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