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LEAD MATERIAL
18 GA. 2/64 INSUL. 125°C.
X-LINKED POLY, BLACK, 

WHITE, YELLOW
ORANGE , PURPLE
44.00/40.00[1117.60/1016.00] IN. LONG

W/ .56/.44[14.22/ 11.18]IN. STRIP

GROUND LEAD
18 GA. 2/64 INSUL. 125°C

X-LINKED POLY, GRN/YEL, 
44.00/40.00[1117.60/1016.00]  IN. LONG
W/.56/.44[14.22/11.18] IN. STRIP

CAPACITOR LEADS
18 GA. 2/64 INSUL. 125°C
X-LINKED POLY, (2) BROWN

44.00/40.00[1117.60/1016.00] IN. LONG 
W/FFLAG TERM. 89034045
AMP 42742-2

NOTES:

PACK 120 MOTORS MAX. PER PALLET.
NO PACKAGING TAPE OVER CARTON LABEL.
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B REAKLOC K EDFULL LOADIDLE

TYPIC AL PERFORMANC E AT

ABECSAFRLAB

REFERENC E SAMPLE NUMB ERMOTOR TYPE

1 1 5 / 6 0 1 1 8

DOWN

3 4 .1
3 7

AVERTISSEMENT
DE SÉCURITÉ

Ce moteur doit être
fondée sur

conformément â la
réglementation locale
ou national électrique
codes pour prévenir

d'éventuelles blessures
en raison de

choc électrique

SAFETY WARNING
This motor must be

grounded in
accordance with local
or national electrical

codes to prevent
possible injury due to

electrical shock

6130 5568

APPLY IN A CONVENIENT LOCATION
   TO READ FROM CLIP END 61299553

0046920900464072
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Motor Division
Fasco Industries, Inc.

No.71903144  U90B1      TYPE    TEAO
Assembled in Mexico 

Class B 115/230 V                  60/50Hz
1550/1350 RPM .70/.35  A 1/20  HP

D1129Model   Max.Amb:40°C
Sealed Ball Brg

LR6319 T.P

UP

.020[.508] A

A
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LEADS OUT

PACKING SPECIFICATIONS

NOTES:

2.  MAXIMUM TORQUE REQUIRED TO TURN MOTOR SHAFT IS  3/8  INCH-OUNCE.

3.  ASSEMBLE SPRING BETWEEN WASHER AND BEARING ON CLIP END, WITH SPRING

     FINGERS TOWARDS BEARING.

1.  STAKE STATOR TO SLEEVE PER P.S. 8883 0264.

4.  ASSEMBLE BALL BEARINGS TO BEARING RETAINERS PER WORK CENTER PROCESS.

1.  PACK PER P.S. 8883 4200.  1 PER CARTON, 30 PER LAYER,     4 LAYERS, 120 MOTORS MAX. PER PALLET.
2.  COIL PACKING PAPER AND PLACE IN CARTON.
3.  PLACE MOTOR IN PACKING PAPER SHAFT EXTENSION      DOWN WITH BRACKETS ON TOP OF PACKING PAPER.
4.  COIL LEADS ON TOP OF MOTOR.
5.  PLACE FOAM PAD ON CLIP END OF MOTOR.
6.  PLACE (1) FLAT PAD ON PALLET AND (1) BETWEEN EACH     LAYER.  PLACE ALL INSPECTION STICKERS AND WRITING 
     ON FLAT PAD TO PREVENT MARKING ON CARTONS.
7.  CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD      THE OPEN END OF THE PALLET.  SEE P.S. 88834408.
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