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LEAD MATERIAL ax 83 [2.74] WARNING LABEL
18 GA. 105°C 2/64 INSUL. 7L
THERMO. WHITE, BLACK, [%-88]
ROTATION BLUE, RED, AND PURPLE -
28.00/26.00 [711.20/660.40]
23750 8 56/.44 [14.22/11.18] STRIP
P 3747 LEADS MEASURED FROM
9 5250 Py 331 PERIPHERY OF COVER.
9. 5174] g3 GRN/YEL GROUND LEAD
7.00/6.00 [177.80/152.40]
W/ RING TERMINAL
AMP 350436-2
61305568
AVERTISSEMENT
DE SECURITE
SAFETY WARNING E
NOTES This motor must be Cef';’r?éeé:rs'tor“ étre
: grounded in a 5
THRU AIR SPACING BETWEEN WIRE AND METAL .094 [2.388] MIN. accordance with local conformément & la
SHAFT IS BONDERIZED. or national electrical réglementation locale

FOR WASHER SET-UP, SEE CHART C6000279, DETAIL "H".
TIE BOLT TORQUE TOLERANCE 7 - 10 IN,LBS possible injury due to b:

ROTOR FREENESS TO BE WITHIN 3/4 OZ.IN. electrical shock d'éventuelies blessures
MOTORS MUST START WITH 180 VOLTS APPLIED TO LOWEST SPEED. on raison de

SEE PACKAGING MANUAL PAGE 2 FOR PACKING PROCEDURE. choc électrique
PACK 1 MOTOR PER CONTAINER, 45 MOTORS PER LAYER, 6 LAYERS PER PALLET, 270 MAX. PER PALLET.

% ou national électrique
4

5.

6.

7

8.

9. PLACE PAMPHLET, 61224579, IN CONTAINER WITH MOTOR.
10.

11

12

13.

codes to prevent codes pour prévenir

SEE DRAWING 87856079 SHEET 1 FOR PALLET LAYOUT.
CENTER CARTON LABEL ON END OF CONTAINER. 00464072

00464533
CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF THE PALLET.
NO PACKING TAPE OVER CARTON LABEL. -
F: Industr . |1
FASCO [l . Y0)
PRODUCTION TEST AT IDLE MOTOR Assembled In Mexico Connection Diagram
3 | . TEAO
CUSTOMER:|  FASCO DIST APPLICATION] DIST. SALES PR R Lot Tl MOTOR No. 71086543 TYPE Us PH1 L1
] ] HI-POT TEST 2000 VOLTS S = iy 1550 RPM 112 HP Pur Pur— ot Used
CUSTOMER PN D113 MOTOR WEIGHT 8681BS. MAX LEAKAGE CURRENT 5 mA AMP WATT Hiodel D113 Max Amb: 40°C o
ENVIRONMENT | DRY 1908-162 1045-855 115V Thermally Protected ik—F L Bl — Line
99- 81 | 1045-855 230V —
MOTOR TYPE REFERENCE SAMPLE [
SHADED POLE 61209553
B | LA FR A S C E | B A | DRAWINGARAEVISION REVISION a;DM DA1T511BIZO17 TOLERANCES UNLESS [oRAWN BY Som ™
o | o0 | 10 T 08 AM 5 I 5 0 I ECO APPROVED BY DATE (I)JTEP::E.RWIliJE(:aPECIFIFn?ﬁ ANGLE [BATE Regal Beloit America, Inc.
TYPICAL PERFORMANCE AT 115/230 VOLTS 60HZ 1 PH_1/12 HP EC0-0132026 PLA 10/18/2017 X 201 25 10 10/18/2017
IDLE LOADED LOCKED BREAK ECO DESCRIPTION — | XX 001 p02s] [APPROVEDBY  |DESCRIPTION
CHANGE WARNING LABEL XXX £0.005 0.127] PLA
MOTOR SPEED RPM AMP_ | WATT | _INOZ | _RPM AMP_| WATT | INOZ | AMP | WATT | _INOZ e A A 1 o0 00008 [o0i20) T OUTLINE
115V 1768 18 %5 57 1550 2.4 166 20 3.3 198 60 G BLLOIT AMERCA, NG (OWNEI i3 Contane Owners propmeramy | REMOVE BURRS & BREAK SHARP 10/18/2017 MOTOR ASSY
INFORMATION. ANY PERSON, CORPORATION OR OTHER FIRM RECEIVING IT IS DEEMED, EDGES: .003/.015 [.076/.381] X 45" MATERIAL PROCESS/FINISH
BY RECEIVING IT, TO AGREE THAT IT, ANDIOR ANY PART OF IT, SHALL NOT BE DISCLOSED CORNER FILLETS: R.02 [.51] GRAY
230 V 1768 9 95 57 1550 12 166 20 1.7 108 60 T Simessuy ssprovebwwRIIG NADUAGE ov o, s cooent st | MACHINED SURFACES: 125 RO ANGLE @ = DRAWING NUMBER SHEET
RETRCTIONS UNDL APPLICABLE X CONTROL LAs D R AONS mm SHOWN IN_[BRACKETS] PROJECTION 71086543 10FL
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