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LEAD MATERIAL 2% 515
18 GA. 2/64 INS. 125°C. 460
a X-LINKED POLYETHYLENE
ROTATION (2) BLACK, 12.00/10.00"
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SHAFT DETAIL 4 Fasco Industries, Inc. @ an 3 I
NS Motor Division :
. SAFETY WARNING
Assembled in Mexico _
No. 71639049 Type U63B1 TP.  TEAO LR6319 Thie Motor Must Be
115 V 60 Hz Class B Accordance With Local
05 A 1085 RPM 1/100 HP O ational Bectcal
Model D1155 Max Amb: 40° C Possble Inory Dus To
Electrical Shock
-1
NOTES: - o /
6129 9553
1. PACK 270 MOTORS MAXIMUM PER PALLET.
2. NO PACKING TAPE OVER CARTON LABEL.
FRONT SHAFT POSITION * TYPICAL PERFORMANCE AT 115 VOLTS 60 Hz. CUSTOMER: FASCO DISTRIBUTOR F FASCO MOTORS GROUP
up MOTOR IDLE LOADED LOCKED BREAK| pART NUMBER: D1155 YA =@ ®] AC MOTOR/BLOWER DIVISION
HORIZONTAL SPEED R.P.M.| AMP. | WATT |IN.OZ. | R.P.M.| AMP. | WATT |IN.OZ. | AMP. | WATT | IN.OZ. APPLICATION: VENTILATION CONFIDENTIAL: DO NOT DUPLICATE OR DISCLOSE TO THIRD PARTIES WITHOUT
WRITTEN PERMISSION OF FASCO MOTORS GROUP, AC MOTOR/BLOWER DIVISION.
1689 | .47 32 9.2 1085 .60 | 50 5.1 .78 57 9.1 | MOTOR WEIGHT: 2.06 POUNDS MOTOR TYPE DRAWING NUMBER
DOWN
ENVIRONMENT: DRY
CUSTOMER APPROVAL: SHADED POLE 7163 9049
FINISH COLOR: BLACK REV
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