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ROTATION LEAD MATERIAL
OTATIO 18 GA. 105°C 2/64 INSUL.
THERMO. WHITE, BLACK,
25000 BLUE, RED, AND PURPLE
4997 453 28.00/26.00 [711.20/660.40]
12.7000 443 56/.44 [14.22/11.18]
12.6924 _E [11.506 GRN/YEL GROUND LEAD
11252 7.00/6.00 [177.80/152.40]
W/ TING TERMINAL
y AMP 350436-2
NOTES:
1. SHAFT IS BONDERIZED.
2. THRU AIR SPACING BETWEEN WIRE AND METAL IS .094 [2.388]. 61305568
3. TIE BOLT TORQUE TOLERANCE 7-10 IN.LBS.
4. ROTOR FREENESS TO BE WITHIN 1 OZ.IN.
5. FOR WASHER SET-UP, SEE CHART C6000270, DETAIL "H". AVERTISSEMENT
6. MAXIMUM 0.1 Q RESISTANCE BETWEEN GROUND TERMINAL AND MOTOR FRAME. AFETY WARNIN DE SECURITE
7. MOTORS MUST START WITH 180 VOLTS APPLIED TO LOWEST SPEED. ?.h. bG Ce moteur doit tre
8. SEE PACKAGING MANUAL PAGE 2 FOR PACKAGING PROCEDURE. s "‘°‘°5 "&“.5‘ © fondée sur
9. PACK 1 PER CONTAINER, 45 PER LAYER, 6 LAYERS PER PALLET, 270 PER PALLET. 9d"°“" ec L”I | conformément & la
10. SEE DRAWING 87856079 SHEET 1 FOR PALLET LAYOUT. accor .a’"’el WI" '?°a| réglementation locale
11, PLACE PAMPHLET, 61224579, IN CONTAINER WITH MOTOR. or national elactrica ou national électrique
12, CENTER CARTON LABEL ON END OF CONTAINER. codes o prevent codes pour prévenir 00464072 00464533
13.  CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF PO ot Shotle © d'éventuelles blessures
THE PALLET. PER 88834408. electrical shoc en raison de Fasco Industries, Inc
14, NO PACKAGING TAPE OVER CARTON LABEL. choc électrique FASC Motor Division @ au :)
Assembled In Mexico Connection Diagram
PRODUCTION TEST AT IDLE MOTOR No. 71085162 TYPE U8 TEAO PH1 W 115 \1L W 230 \1L
3 | 115/230 V 60 H: t—— Line t—— Line
CUSTOMER{  FASCODIST. APPLICATION] DIST. SALES HLPOT TEST 2000 VOLTS PR o re e MoTeh Herson rseopz, 112 Hp Py " P olusna
] ] - — MODEL D115 MAX AMB: 40°C o o
] 202-1.66 | 104.5-855 15V
1.01- .83 | 104.5-855 230V L]
MOTOR TYPE REFERENCE SAMPLE
SHADED POLE 61209553
B | 1A | FR A | S C E | B A | DRAWING REVISION |REVISION BY DATE TOLERANCES UNLESS DRAWN BY -
AA SDM 1/25/2018 | OTHERWISE SPECIFIED: SDM r . :
0 | o8 [ 10 T_| o8 AM 5 I 7 0 I ) ‘APPROVED BY DATE DEC. INCH mm_ ANGLE Regal Beloit America, Inc.
TYPICAL PERFORMANGCE AT 115/230 VOLTS 60 HZ 1PH_1/12HP EC0-0133837 SEl 1125/2018 X 201 £2.5] 1/25/2018
IDLE LOADED LOCKED BREAK ECO DESCRIPTION XX $0.01 [£0.25] APPROVED BY DESCRIPTION
XXX 0.005 0.127]
MOTOR SPEED RPM AMP WATT IN OZ RPM AMP WATT IN OZ AMP WATT IN OZ R AnEL 1001309508 | 00X 40008 0.0127) 2 OUTLINE
15V 1768 1.84 95 57 1550 2.40 166 20 3.25 198 60 AL BELOI AMERIGA, N FOWNER) A ConTANS Owneres rrormerany | REMOVE BURRS & BREAK SHARP 1/25/2018 MOTOR ASSY
INFORMATION. ANY PERSON, CORPORATION OR OTHER FIRM RECEIVING IT IS DEEMED, EDGES: .003/.015 [.076/.381] X 45 [REFERENCE MATERIAL PROCESS/FINISH
BY RECEIVING IT, TO AGREE THAT IT, ANDIOR ANY PART OF IT, SHALL NOT BE DISCLOSED CORNER FILLETS: R.02 [.51] GRAY
230V 1768 .92 95 57 1550 1.20 166 20 1.65 198 60 T Bemcea ApmmovEBATIG M AGE oy e, s cooouest saw, | MACHINED SURFACES: 125/ < THARD ANGLE SIZE [DRAWING NOMBER SHEET
T HONS (A R APPLICABLE EXORT SOMTAC LAMS ALl R R ATENE mm SHOWN IN_[BRACKETS] PROJEGTION @ £l 71085162 10F1
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