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UPDATED IDLE AMPS AND WATTS

4008168
PLA 2/7/2013

ANGULAR +/- 1 DEGREE

STANDARD TOLERANCES:

2 PLACE DECIMAL +/-.01
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LEAD MATERIAL X 6129-4832
18 GA. 125°C 4/64 INS.
2495 EPDM. (1) BLACK OIL HOLE
@ 5493 — ROTATION 25.00/23.00 IN. LONG
Y W/PIN TERM. 8903-9166
A ; AMP# 350538-1
@k 234 AND (1) BLACK
] 224 11.00/9.00 IN. LONG 0046-4072 0046-9108
% % .56/.44 IN STRIP 4 Fasco Industries, Inc. N\
234 FASCO Motor Division D
oo™ SWITCH LEAD MATERIAL Assembled In Mexico Connection Diagram
SHAFT DETAIL 18 GA. 105°C 4/64 INS. No. 71219402 TYPE U21B TP. AO Blk Line
THERMO. (2) RED 460 V 60 Hz Class B Blk Line
25.00/23.00 IN. LONG 6129-4832 6129 4176 037 A 3200 RPM 1/40 HP Red |:|
NOTES: (1) W/PIN TERM. 8903-9166 Model D1191 Max Amb: 40°C Red
' AMP# 350538-1 SAFETY WARNING ( A WARNING W Sealed Ball Brg SW280-10
1 MOTOR HAS 303 S.S. SHAFT. (1) W/FSPADE TERM. 8903-9169 This Motor Must Be Grounded SW1ZSVA-120V
2. NO PACKAGING TAPE OVER CARTON LABEL. AMP# 42692-2 in Accordance With Local Or WHEN OPERATED ON 460 V. \_ - J
To Prevent Possible Inju TAKEN WITH HANDLING,
Due To Electrioal Shodk oD S A SR apNPING \ 6129-9553
FRONT SHAFT POSITION  (TYPICAL PERFORMANCE AT 460 VOLTS 60 Hz CUSTOMER: FASCO DIST. F FASCO MOTORS GROUP
AC MOTOR/BLOWER DIVISION
up MOTOR IDLE LOADED LOCKED BREAK| pART NUMBER: D191 ASCO OTOR/BLO SI0
HORIZONTAL SPEED R.P.M.| AMP. | WATT |IN.OZ. |R.P.M.| AMP. | WATT |IN.OZ. | AMP. | WATT |IN.OZ. | APPLICATION: AFTER MARKET SALES| CONFIDENTIAL: DO NOT DUPLICATE OR DISCLOSE TO THIRD PARTIES WITHOUT
) WRITTEN PERMISSION OF FASCO MOTORS GROUP, AC MOTOR/BLOWER DIVISION.
3463 | 41 | 1003 | 922 | 3200 | .39 105 | 5.7 55 168 | 16.87 | MOTOR WEIGHT: 3 MOTOR TYPE DRAWING NUMBER
DOWN
ENVIRONMENT: DRY
CUSTOMER APPROVAL: SHADED POLE 7121 9402
FINISH COLOR: BLACK pyny
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