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REMOVE BARCODE, UPDATE N/P & UPDATE TO
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ADDED CARTON LABEL NOTES

4002238

STANDARD TOLERANCES:

LABELS, REDRAW RING TERM. RPT 11/01/07 CURRENT STANDARDS. KSA 11/11/09 MLM 6/3/11 ANGULAR +/- 1 DEGREE 2 PLACE DECIMAL +/- .01 3 PLACE DECIMAL +/-.005
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LEAD MATERIAL g ¢ OF
18 GA., 125°C, 4/64 INSUL ., N/P 180
EPDM, (2) BLACK, (159)
9.00/7.00 IN. LONG
(2) PIN TERMS. 8903-9166
AMP #350538-1
GROUND LEAD
18 GA., 125°C, 2/64 INSUL . 0046-4072 0046-4282
SHAFT DETAIL (QIngilﬁgl_KED POLY., 4 F Fasco Industries, Inc \
‘ E ( ) Motor Division .
?1-;)%%04'&‘-'? '—l\?"égm 6251 8903-9146 TERM. HSG. @ L\ :)
: - AMP # 1-480699-0 Assembled In Mexico SAFETY WARNING
AMP #60700-2 2‘%0219729 1"5\6P|_I|EZU21B C-I;aF;s B AC This Motor Must Be
. 12 A 3000 RPM 1/25 HP Grounded in
NOTES: Model D1193 Max Amb: 40°C & A oo Elasa)
1. MOTOR HAS 416 SS SHAFT LR36496 Codes To Prevent
2. NO PACKAGING TAPE OVER CARTON LABEL. Possblenry Due To
\_ 3 /
\L 61299553
FRONT SHAFT POSITION  (TYPICAL PERFORMANCE AT 115 VOLTS 60 Hz CUSTOMER: FASCO DIST. F FASCO MOTORS GROUP
AC MOTOR/BLOWER DIVISION
up MOTOR IDLE LOADED LOCKED BREAK| pART NUMBER: D1193 ASCO OTOR/BLO SI0
HORIZONTAL SPEED R.P.M.| AMP. | WATT |IN.OZ. | R.P.M.| AMP. | WATT [IN.OZ. | AMP. | WATT |IN.OZ. | APPLICATION: DRAFT INDUCER V(V:%\IEI;IF,ESAQ;II'CIQIJF FE/):)sgcc:TnnEc)nl:ZLRI:AGT:o?JF;D/iicn:gig;;:g\l;EDRPSsTslquNWITHOUT
3490 92 56 | 12.32 | 3000 1.21 91 3.85 1.59 113 | 13.06 | MOTOR WEIGHT: 3.0 MOTOR TYPE DRAWING NUMBER
DOWN
ENVIRONMENT: DAMP
CUSTOMER APPROVAL: SHADED POLE 7121 9729
FINISH COLOR: FLAT BLACK Y
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