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4002241 STANDARD TOLERANCES:
09 | REVISED TO NEW N/P FORMAT 1210/2007 10 | UPDATED N/P AND REMOVE BARCODE FROM N/P. TV T1-10-09 11 ADDED CARTON LABEL NOTES LM 6/3/17 ANGULAR +/- 1 DEGREE > PLACE DECIMAL +/- .01 3 PLACE DECIMAL +/- .005
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LEAD MATERIAL q <
18 GA. 125°C 4/64 INS. 159 g L
EPDM. (1) WHITE
AND (1) BLACK ¢ OF
8.50/7.50 IN. LONG NAMEPLATE
W/SOCKET TERM. = IS AT 315°
8903-6006
AMP# 350537-1 S -%gg
D 3195 ROTATION 0046-4072 0046-4282
r / Fasco Industries, Inc. \
@ 560 TERMINAL HOUSING FASCO BRI R 10 N —
% N * 2?;'33#911 A:g 0699.0 Assembled In Mexico
} l No. 71219730 TYPE U21B TP. AO This Motor Must Be
SHAFT DETAIL 115 V 60 Hz Class B Grounded in
15 A 3200 RPM 1/30 HP Aecardance Wih Loca
_ Model D1196 Max Amb: 40°C Coden To Provont
NOTES: LR36496 Possible Injury Due To
WHITE e BLACK Electrical Shock
1. MOTOR HAS 416 S.S. SHAFT. PIN #2 PIN #1
2. NO PACKAGING TAPE OVER CARTON LABEL. - \_ — J
\61299553
FRONT SHAFT POSITION |TYPICAL PERFORMANCE AT 115 VOLTS 60 Hz CUSTOMER: FASCO DIST. FEASCO FASCO MOTORS GROUP
AC MOTOR/BLOWER DIVISION
up MOTOR IDLE LOADED LOCKED BREAK PART NUMBER: D1196 0T0 0 SI0
HORIZONTAL SPEED R.P.M.| AMP. | WATT [IN.OZ. | R.P.M.| AMP. | WATT |IN.OZ. | AMP. | WATT | IN.OZ. APPLICATION: GAS FURNACE 80+ | CONFIDENTIAL: DO NOT DUPLICATE OR DISCLOSE TO THIRD PARTIES WITHOUT
) WRITTEN PERMISSION OF FASCO MOTORS GROUP, AC MOTOR/BLOWER DIVISION.
3471 1.2 73 9.30 | 3200 1.3 98 6.17 1.9 142 | 138 MOTOR WEIGHT: 3LB MOTOR TYPE DRAWING NUMBER
DOWN
ENVIRONMENT: DAMP
CUSTOMER APPROVAL: SHADED POLE 7121 9730
FINISH COLOR: BLACK EV
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