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THD.

b LABEL x 2
5. 13
ROTATION 4.24 208
[107.70]
-8000
? dsar LEAD MATERIAL
12 7000
12 6924 H 222 18 GA. 105°C 2/64 INSUL.
THERMO. BLACK, WHITE,
BLUE, AND RED
62.00/60.00 [1574 80/1524 00]
6/.44 [14.22/11.18] STR
GRN/YEL GROUND MATERIAL
SHAFT DETAIL 7.00/6.00 [177 80/152.40]
(BOTH ENDS) W/ RING TERMINAL
AMP 35043&2
NOTES:
1. THRU AIR SPACING BETWEEN WIRE AND METAL .063 [1.600] MIN. 61305568
2. SHAFT IS BONDETIZED. FLATS TO BE PARALLEL WITHIN + 20°.
3. FOR WASHER SET-UP, SEE CHART C6010279, DETAIL "H".
4. TIE BOLT TORQUE TOLERANCE 7 - 10 IN. LBS.
5. ROTOR FREENESS TO BE WITHIN 1 0Z. IN. A\B%Rgésé%ERhf'Fg T
6. MAXIMUM 0.1 Q RESISTANCE BETWEEN GROUND TERMINAL AND MOTOR FRAME. SAFETY WARNING Ce meteur doit étre
7. MOTORS MUST START WITH 90 VOLTS APPLIED TO LOWEST SPEED. This motor must be i 00464072 00464548
8.  SEE PACKAGING MANUAL PAGE 2 FOR PACKAGING PROCEDURES. grounded in conformrant a1a _
9. PACK 1PER CONTAINER, 20 MOTERS PER LAYER, 6 LAYERS PER PALLET, 120 MOTORS PER PALLET. accordance with local réglementation locale PEANIRE) | o0 ndustrios. Ino. (@ QY
10. PLACE PAMPHLET 61224579 IN CONTAINER WITH MOTOR. or national electrical o mational slactioue \ Motor Division
11.  SEE DRAWING 87856079 SHEET 1 FOR PALLET LAYOUT. codes to prevent s ek prvant Assembled In Mexico Connecton Diagram
12.  CENTER LABEL 61190782 ON END OF CARTON. possible injury due to Aot Dlesaures No. 71080088 Type US A0 Line
13.  CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE THE OPEN END OF THE PALLET, PER 88834408. electrical shock o oo 115V 60 Hz BikcHI
14, NO PACKAGING TAPE OVER CARTON LABEL. oo raison de. 052418A 1650 RPM s\u.mm__-ﬁ> e
q Model D236 LR6319 Red-LO
Thermally Protected CCWLE (3SPD)
1/10-1/15-1/25 HP Max Amb: 40°C
] | PRODUCTION TESTAT IDLE| MOTOR |
CUSTOMER|  FASCODIST. APPLICATION| DIST. SALES HLPOT TEST 2000 VOLTS TS VOLTS 60 T ePLED .
] ] - 612
CUSTOMER PN D236 MOTOR WEIGHT] 6.89 LBS. A L RKASE CURRES oA AMP WATT 99553
ENVIRONMENT: DRY 3.08-2.52 | 158.4-129.6 HIGH
2.09-1.71 | 107.8- 88.2 MED.
MOTOR TYP! REFERENCE SAMPLE 1.54 - 1.26 80.3- 65.7 LOW
SHADED POLI
B LA FR A S [o] E | B A | DRAWINGAIZEVISION REVISION B;DM DAT§/3/2017 TOLERANCES UNLESS DRAWN BY .
OTHERWISE SPECIFIED: r . ;
00 8 [ 11 v 05 Fv 4 I 8 0 I ) ‘APPROVED BY DATE DEC. INCH mm_ ANGLE Regal Beloit America, Inc.
TYPICAL PERFORMANCE AT 115 VOLTS 60 HZ 1PH_1/10HP EC0-0128663 SED 8/3/2017 X 20 £25] 10 8/3/2017
IDLE LOADED LOCKED BREAK ECO DESCRIPTION XX $0.01 .25] /APPROVED BY DESCRIPTION
XXX 0.005 0.127]
MOTOR SPEED RPM AMP WATT IN OZ RPM AMP WATT IN 0Z AMP WATT IN 0Z O R NOLADEL TO B13000ee, 000 00005 001z ATE OUTLINE
HIGH 1768 2.8 144 73 1550 33 232 31 4.8 320 84 G BEL O S M. LIy e St e prormeray | REMOVE BURRS & BREAK SHARP /2017 MOTOR ASSY
MED. 1767 1.9 98 51 1550 23 159 23 33 212 59 e e e comonToon R s ecEe e | O e o e 5 [rerERence MATERIAL PROCESSITINAY
Low 1760 14 73 38 1550 17 118 17 24 153 44 e e it o onch s oocanin . | MACHINED SURFACES: 125 P e ORAWING NOWEER RN e
T HONS (A R APPLICABLE EXORT SOMTAC LAMS ALl R R ATENE mm SHOWN IN_[BRACKETS] PROJEGTION @ £l 71080088 10F1
4 [ 3 2




