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      .X 0.1           [ 2.5] 1
    .XX 0.01         [ 0.25]
  .XXX 0.005       [ 0.127]
.XXXX 0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES: 125 SIZE
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REDRAWN TO SOLID WORKS, UPDATE WARNING LABEL

MOTOR ASSY

GRAY

possible injury due to

AVERTISSEMENT
DE SÉCURITÉ

    Ce moteur doit être
fondée sur

conformément â la
réglementation locale
ou national électrique
codes pour prévenir

d'éventuelles blessures
en raison de

choc électrique

61305568

SAFETY WARNING
This motor must be

grounded in
accordance with local
or national electrical

codes to prevent

electrical shock

5.52
5.48

140.21
139.19

3.84

97.54
3.76

95.50

17.78
.70

3.05
.12

5.52
5.48

140.21
139.19

204.47

8.15

207.01
8.05

.443

.453

11.252
11.506

2.03
5.59

TYP

.22

.08

121.92
4.80

205.74
8.10

ENDPLAY
.050
.005

1.270
.127

5.12
130.05

4.64
4.60

117.86
116.84

 B.S.

.5000

.4997
12.7000
12.6924

19.98
508.51
507.49

20.02

ROTATION

(BOTH ENDS)

LEAD MATERIAL
18 GA. 105°C 2/64 INSUL.
THERMO.  WHITE,
BLACK, BLUE, AND RED
38.00/36.00 [965.20/914.40]
.56/.44 [14.22/11.18] STRIPS

GRN/YEL GROUND LEAD
7.00/6.00 [177.80/152.40]
W/AMP 350436-2

LOCATE OF NAMEPLATE ON OF END COVER TO READ
RIGHT FROM LEAD END OF MOTOR CENTER AT 0°.

CL CL

LEAD ENDOPPOSITE LEAD END

NOTES:
  1.   THRU AIR SPACING BETWEEN WIRE AND METAL .10 [2.54] MIN.
  2.   TIE BOLT TOLERANCE 7 - 12 IN. LBS.
  3.   SHAFT FLATS TO BE PARALLEL WITHIN ± 20°.  SHAFT IS BONDERIZED.
  4.   FOR WASHER SET-UP, SEE CHART C6000279, DETAIL "A".

5.  CENTER 61305568 WARNING LABEL TO READ RIGHT FROM LEAD END OF MOTOR AS SHOWN.
  6.   SALES TO SPECIFY ON P.O. WHICH PACK TO USE.
  7.   PACK 1   MOTOR PER CONTAINER, 16 CONTAINERS PER LAYER, 6 LAYERS PER PALLET, 96 MAX. PER PALLET.
  8.   SEE PACKAGING MANUAL PAGE 2 FOR PACKAGING PROCEDURE.
  9.   SEE DRAWING 87856079 SHEET 1 FOR PALLET LAYOUT.
10.   PLACE PAMPHLET, 61224579, IN CARTON WITH MOTOR.
11.   CENTER LABEL, 61225920, ON END OF CONTAINER.
12.   CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF THE PALLET.  SEE PER 88834408.
13.   NO PACKING TAPE OVER CARTON LABEL.

CONNECTION DIAGRAM

BLUE-MED
BLACK-HI

LINEWHITE

LINE
Thermally Protected

60 Hz

1/10-1/20-1/30 HP
3.4-1.8-1.1 A1050 RPM (3 SPD)

115 V

Assembled In Mexico
AO    Type  U51No.  71510067

Fasco Industries, Inc.
Motor Division

00464072

RED-LO   Max Amb: 40°C
Rot: CWLE

61299553

CUSTOMER: FASCO DIST. APPLICATION: DIST. SALES
HI-POT TEST 2000 VOLTS

MAX. LEAKAGE CURRENTS 5 mACUSTOMER PN: D256 MOTOR WEIGHT:  LBS
ENVIRONMENT: DRY

MOTOR TYPE REFERENCE SAMPLE
SHADED POLE

B LA FR A S C E B A
00 51 11 V 06 FM 7 7 0

TYPICAL PERFORMANCE AT 115 VOLTS 60 HZ 1 PH    1/10 HP
IDLE LOADED LOCKED BREAK

MOTOR SPEED RPM AMP WATT IN OZ RPM AMP WATT IN OZ AMP WATT IN OZ
HIGH 1180 2.8 156 93 1050 3.2 221 37 4.2 270 106
MED. 1175 1.4 80 48 1050 1.7 112 21 2.2 139 57
LOW 1170 .9 49 30 1050 1.0 68 14 1.4 60 35

PRODUCTION TEST AT IDLE
115 VOLTS 60 Hz

MOTOR
SPEED

AMP WATT
3.08 - 2.52 171.6 - 140.4 HIGH
 1.54 - 1.26 88.0 - 72.0 MED.

.99 - .81 53.9 - 44.1 LOW

Model D256

PH 1

00474516

Ø 2.51/2.48 [63.75/62.99]
BONDED MOUNTING
RING TYP.
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I.D. MARK
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