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LEAD MATERIAL

18 GA. 105°C 2/64 INSUL.
THERMO. WHITE, BLACK,
AND RED

32.00/30.00 [812.80/762.00]
.56/.44 [14.22/11.1 RIP
7.00/6.00 [177.80/152.40]
W/ RING TERMINAL

AMP 350436-2

NOTES: 61305568
1. THRU AIR SPACING BETWEEN WIRE AND METAL .094 [2.388] MIN.
2. SHAFST % BONDERIZED. | AVERTISSEMENT
3. FLATS TO BE PARALLEL WITHIN * 20°. DE SECURITE
4. TIE BOLT TORQUE TOLERANCE 7-10 IN.LBS. SAFETY WARNING Ce moteur doit étre
5. ROTOR FREENESS TO BE WITHIN 1 OZ.IN. is ’“°‘°5 "&“.5‘ e fondée sur
6.  FOR WASHER SET-UP, SEE CHART C6000279, DETAIL "H". 9d"°“" ed L"I | conformément 4 la
7. MAXIMUM 0.1 Q RESISTANCE BETWEEN GROUND TERMINAL AND MOTOR FRAME. e a WI" el réglementation locale 00464072 00464530
8. PAMPHLET 61224579 TO BE PACKED WITH MOTOR. or ”ﬁ""”a electrical ou national électrique -
9. SEE PACKING MANUAL PAGE 2 FOR PACKAGING PROCEDURE. s !°.P'e‘{f"‘ codes pour prévenir ppmpmy Fosco industries, Inc. q “
10.  PACK 1 PER CONTAINER, 20 PER LAYER, 6 LAYERS PER PALLET, 120 MAX. PER PALLET. possible injury due to d'éventuelles blessures [FAS'@@] Votor Division )
11.  SEE DRAWING 87856079 SHEET 1 FOR PALLET LAYOUT. electrical shock en raison de ——— SSNNECTION DIAGRAM
12.  CENTER LABEL 61194003 ON END OF CARTON. choc électrique No. 71085152 TYPE UB A0 PH1 BLACH LINE
230V 60 Hz RED-1
20-14A 1550 RPM 1/8-112 HP GRN/YEL GROUND
Model D339 LR6319
] | PRODUCTION TEST AT IDLE| MOTOR Mibsjvedttasan cowLE (25PD)
CUSTOMER{  FASCODIST. APPLICATION; SALES HLPOT TEST 2000 VOLTS 336 VOLTS 60 T i Max. Amb:40°C I__‘J
CUSTOMER PN; D339 MOTOR WEIGHTi 9.25LBS. MAR L EKAGE COMRENT S ma AMP WATT
ENVIRONMENT] DRY 1.65-1.35 | 159.5-130.5 HIGH
110- .90 [ 111.1- 909 LOW 61299553
MOTOR TYPE REFERENCE SAMPLE
SHADED POLE
B LA FR A S C E | B A | DRAWING REVISION |REVISION BY DATE TOLERANCES UNLESS DRAWN BY -
00 08 | 1 v 08 cY 6 | 8 0 | AA SDM 8/21/2017__| OTHERWISE SPECIFIED: Regal Beloit America, |
DEC. INCH ANGLE [BATE gal Beloit America, Inc.
TYPICAL PERFORMANCE AT 230 VOLTS 60 HZ 1PH_1/8 HP “Ecoorzem28 | " §Ep N Bi2112017 X 04 Tp2s st 812112017 '
IDLE LOADED LOCKED BREAK ECO DESCRIPTION XX $0.01 [£0.25] APPROVED BY DESCRIPTION
XXX 0.005 0.127]
MOTOR SPEED RPM AMP WATT IN OZ RPM AMP WATT IN OZ AMP WATT IN OZ T A S N D5z 000 00005 001z 2 OUTLINE
HIGH 1771 1.5 145 92 1550 1.9 260 32 26 267 97 P BELOI SMERICA, W M At Gontane Omers proraet | REMOVE BURRS & BREAK SHARP 8/21/2017 MOTOR ASSY
INFORMATION. ANY PERSON, CORPORATION OR OTHER FIRM RECEIVING IT IS DEEMED, (E:ggEISERg?BIZ E"_;g[ggé 33511] X485  |REFERENCE MATERIAL PROCESS/FINISH
T e oo o e S SepCATes oo o sy | SORNER PILLETS: oz Lo1) GRAY
LOW 1767 1.0 101 62 1550 1.3 177 22 1.9 218 66 'AS EXPRESSLY APPROVED INWRITING IN ADVANGE BY OWNER. THIS DOCUMENT SHALL s THIRD ANGLE @ a_ SIZE |DRAWING NUMBER SHEET
T HONS (A R APPLICABLE EXORT SOMTAC LAMS ALl R R ATENE mm SHOWN IN_[BRACKETS] PROJEGTION 71085152 10F1
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