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35 | CURRENT STANDARDS.

REMOVE BARCODE, UPDATE N/P & UPDATE TO

36 |ADDED CARTON LABEL NOTES

KSA 11/12/09

4001900
MLM 5/3/11

37

UPDATED IDLE AMPS AND WATTS.

4010262
MLS 9/9/2013

ANGULAR +/- 1 DEGREE

STANDARD TOLERANCES:

2 PLACE DECIMAL +/-.01 3 PLACE DECIMAL +/- .005
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LEAD MATERIAL 765 OlL HOLE
18 GA. 125°C 2/64 INSUL. 710
X-LINKED POLY. (2) BLK 8X
2500 13.00/11.00 IN. LONG
ROTATION
D 2497 56/.44 IN. STRIP
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* * / Fasco qu_u§tries, Inc \
Assembled In Mexico SAFETY WARNING
61299410 2\11051/1214016 'I;éPHEZU21 TP TEAC This Motor Must Be
75 A 3000 RPM 1/60 HP Acc(illzz::g:il\llri]th Local
Model D403 Max Amb:40°C Or National Electrical
N OT ES : LR36496 Poscs?lj:slrgzrsgtjl:rjlto
STAMP ROTATION ARROW ON - — o Blectrical Shock
1. NO PACKAGING TAPE OVER CARTON LABEL. FRONT END PLATE IN POSITION \_ L J J
SHOWN IN DRAWING ABOVE.
‘¥61299553
FRONT SHAFT POSITION  (TYPICAL PERFORMANCE AT 115 VOLTS 60 Hz CUSTOMER: FASCO DIST. FASCO FASCO MOTORS GROUP
up MOTOR IDLE LOADED LOCKED BREAK| pART NUMBER: D403 AC MOTOR/BLOWER DIVISION
HORIZONTAL SPEED R.P.M.| AMP. | WATT |IN.OZ. |R.P.M.| AMP. | WATT |IN.OZ. | AMP. | WATT |IN.OZ. | APPLICATION: CONFIDENTIAL: DO NOT DUPLICATE OR DISCLOSE TO THIRD PARTIES WITHOUT
) WRITTEN PERMISSION OF FASCO MOTORS GROUP, AC MOTOR/BLOWER DIVISION.
DOWN 3435 64 425 6.4 2900 73 55 2.5 .84 65 7.0 MOTOR WEIGHT: 2LB.20Z. MOTOR TYPE DRAWING NUMBER
ENVIRONMENT: DRY
CUSTOMER APPROVAL: SHADED POLE 7121 4016
FINISH COLOR: BLACK REV
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