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NOTES:
108 MOTORS MAXIMUM PER PALLET.

LEAD MATERIAL

18 GA. 4/64 INSUL. 125° C. EPDM
(1) BLK, (1) WHT, 38.00 / 36.00 [965.20/914.40] LONG

WITH .56 / .44[14.22/11.18] STRIP.

CAPACITOR LEADS
18 GA. 2/64 INSUL. 125° C.
X-LINKED POLY.

(1) BRN, (1) BRN / WHT

MOLEX HSG. #03-09-2011

MOLEX PIN TERM. #02-09-2101

8.00/6.00 [203.20/152.40] LONG W/FFLAG TERM.

89034045 AMP 42742-2

MOLEX HSG. #03-09-1011
MOLEX SOCKET TERM. #02-09-1102

TO REVERSE ROTATION INTERCHANGE RED AND BROWN LEADS
MOTORS MUST HAVE C.W.S.E. CONNECTION WHEN SHIPPING.
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Fasco Industries, Inc.

Connection Diagram

~

NO PACKAGING TAPE OVER CARTON s ~ SAS'@®) \otor Division U C.W.S.E. C.C.W.S.E
LABEL. AVERTISSEMENT SP N Blk Line Blk Line
REVERSING LEADS DE SECURITE ] ) ! !
18 GA. 2/64 INSUL. 125° C. ?ﬁ_FETY WARN'BIG Ce moteur doit atre Assembled in Mexico y*l‘f— Line \B’Yhf— Line
X-LINKED POLY. S ndedin fondée sur No.71620938 ~ Type U62B1  TP. AO  LR6319 re o
(1) BRN, (1) RED, (1) BLU, accordance with local Sonformementala 115V 60 Hz Class B Ble Yel
or national electrical giem . ) 1.4 A 3200 RPM 1/10 HP U j e j
(1) YEL, 8.00/6.00 [203.20/152.40] LONG codes to prevent ou national électrique . Brn Brn
TERMINAL HOUSING possible ianry due to codes pour préevenir Model D405 Sealed Ball Brg B B
electrical shock d'éventuelles blessures Max. Amb: 40° C m T m T
C L STOMER PN D405 e O TWET en raison de Brn/Wht Brn/Wht
— choc électrique
CUSTOMER- FASCO DIST. APPLICATION: - K J 4 MFD/370 VAC
MOTOR WEIGCHT{|5.25 POUNDS k T 1 -
CUSTOMER APPROVA > SHAFT POSITION APPLY IN A CONVENIENT LOCATION S
CUSTOMER APPROVAL |FRONT SHAFT POSI \;N — : _ \ TO READ FROM CLIP END
Up MOTOR TYPE REFERENCE SAMPLE NUMBER
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NOTES:
1. STAKE STATOR TO SLEEVE PER P. S. 88830264.
2. MAXIMUM TORQUE REQUIRED TO TURN MOTOR SHAFT IS 3/8 INCH-OUNCE.

3. ASSEMBLE SPRING BETWEEN WASHER AND BEARING ON CLIP END, WITH
SPRING FINGERS TOWARD BEARING.

4. ASSEMBLE BALL BEARINGS TO BEARING RETAINERS PER P.S. 8883 4419.

5. ASSEMBLE LOCK WASHER ON WELDBOLT, BETWEEN ENDPLATE AND CAPACITOR
BRACKET,PRIOR TO CAPACITOR ASSEMBLY.

T ( [315?10000] )

PACKING SPECIFICATIONS

. PACKPER P. S. 8883 4200. 1 PER CONTAINER , 18 CARTONS PER LAYER, 108 PER PALLET, 6 LAYERS PER PALLET.
. PLACE FOAM RING ON CLIP END OF MOTOR. PLACE FILLER TUBE OVER SHAFT EXTENSION AND PLACE IN CARTON.
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