NOTES NCONTOet LOPY ECO REV. DATE SPEC/CHECK
1. THRU AIR SPACING BETWEEN WIRE AND METAL .094 MIN. 619692 15 10-10-97 BMC/RWS
2. TIE BOLT TORQUE TOLERANCE 7 - 10 IN. LBS. 632045 16 11-12-03 LDC/LDC
3. ROTOR FREENESS TO BE WITHIN 3/4 OZ. IN. 640540 17 09-28-09 GAE/GAE
4. FOR WASHER SET-UP, SEE CHART C600 0279, DETAIL "P". 2005961 18 0711012012 MLV/KSA
5. MAXIMUM 0.1 -~ RESISTANCE BETWEEN GROUND TERMINAL AND MOTOR FRAME. S SEE PACKAGING MANUAL PAGE 2 FOR PACKAGING
6. SALES TO SPECIFY ON P.O. WHICH PACK TO USE. PROCEDURES.

1 MOTOR/CARTON:
s 40 MOTORS/LAYER;
% 6 LAYERS/PALLET:
>
% 240 MOTORS/PALLET.
= | B. SEE DRAWING 87856079 SH. 1 FOR PALLET LAYOUT.
C. CENTER CARTON LABEL ON END OF CARTON.
D. PLACE PAMPHLET, 6122 4579, IN CARTON WITH MOTOR.
E. CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD
THE OPEN END OF THE PALLET. SEE P.S. 8883 4408.
F. NO PACKAGING TAPE OVER CARTON LABEL.
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PRODUCTION TEST AT IDLE PERFORMANCE TEST 230 VOLTS 60HZ 1PH 1/10HP
230 VOLTS 60 HZ SIS IDLE LOADED LOCKED BREAK
AMP WATT RPM AMP WATT 0Z/IN RPM AMP WATT 0Z/IN AMP WATT 0Z/IN
132 _ 108 | 141.9 — 1161 | HIGH 1764 12 129 80 1500 16 231 29 23 285 83
HI-POT TEST 2000 VOLTS MOTORS MUST START WITH 180 VOLTS APPLIED TO LOWEST SPEED.
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313 LEAD DATA: 18 GA. 2/64" INS. 105° C THERMO. 2 BLACK

o

00464072 00464282

LEADS 36.00"/34.00" LONG WITH .56"/.44" STRIPS.

GROUND DATA: 18 GA. 2/64" INS. 105° C THERMO. GRN/YEL
7.00"/6.00" LONG WITH A # 10 SERRATED RING TERMINAL.

SPECIAL INSTRUCTIONS:

SHAFT IS BONDERIZED. PAMPHLET PACKED WITH MOTOR.

4 Fasco Industries, Inc. N\
Motor Division @ -\%0’ SAFETY WARNING MOTORS PACKED MAX. PER SKID: PALLET PACK, 240 CARTON PACK.
Assembled in Mexico CUSTOMER: PROPRIETARY: DO NOT DUPLICATE OR DISCLOSE TO THIRD PARTIES WITHOUT
No. 71080015 TYPE U8 AO PH 1 This Motor Must Be WRITTEN PERMISSION OF FASCO IND. INC. , ELDON MO.
230V 50/60 Hz | S FASCO DISTRIBUTING CO. . FASCO INDUSTRIES, INC.
17A 1500 RPM 1/10HP Or National Electrical
Model D435 Max Amb: 40°C oo To P PART NUMBER: MOTOR DIVISION
Thermally Protected Electrical Shock ' NOTORS AND BLOWERS ELDON PLANT
D435
\_ - Y, APPLICATION: COUNTER SALES| MOTOR TYPE MOTOR NUMBER [REV.
61299553 FINISH COLOR:  GRAY SHADED POLE 7108 0015 18
~| MOTOR WEIGHT: LBS. =TT AT s TG A M
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