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TOLERANCES (EXCEPT AS NOTED):
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.XXXX   0.0005     [ 0.013]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.08/.38] X 45
CORNER FILLETS:  R.02 [.5]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
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04/20/2015
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EA BAA 8/5/2019

ECO-0170716 JMG 8/5/2019

MODELED IN SOLIDWORKS

MOTOR ASSY

NATURAL

FRONT END

61304338

Connection Diagram
Wht           Common
Blk             High
Red            Low

Low .57 LRA .44 FLA @ 3000 RPM

AO 

99581189

Model:
71581189 Assembled In Mexico

120 V 1/50 HP

High 1.10 LRA .86 FLA @ 3000 RPM

Max. Amb 40°C

E64080

T.P. 

60 Hz
E48562

CL B 

J238-100

K112

61299553

NOTES:

SHAFT EXTENSION MEASURED WITH END PLAY PUSHED IN.1.
SHIM BOTH ENDS WITH (1) PC 246 WASHER AND (1) PC 247 WASHER.  ADD PC 247 WASHER ON BACK END AS REQUIRED2.
TO MAINTAIN SPECIFIED ENDPLAY. NOTE PC 247 TO BE NEXT TO BEARING.

ADD CONNECTION DIAGRAM LABEL TO STATOR ASSEMBLY AS SHOWN. MUST READ SAME DIRECTION AS NAMEPLATE LABEL.3.
HIPOT PER 88834420.4.
MOTOR MUST START AT 70 VOLTS.5.
PACK 6 PER CONTAINER, 648 MAX. AMOUNT PER PALLET, 12 CONTAINERS PER LAYER, 9 LAYERS PER PALLET.6.
CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF THE PALLET, PER 888344087.
NO PACKAGAING TAPE OVER CARTON LABEL.8.

LEAD MATERIAL
18 GA. 125°C, 2/64 INSUL.
X-LINKED POLY, (1) RED, 
(1) WHT AND (1) BLK
W/ TERM HSG.
AMP 1-480305-0
AND (3) PIN TERMS.
AMP 61118-1

BACK END

CUSTOMER: FASCO DIST. APPLICATION: RANGEHOOD VENT
CUSTOMER PN: K112 MOTOR WEIGHT: 2 LBS.

ENVIRONMENT: DRY

MOTOR TYPE REFERENCE SAMPLE
MOTOR, C-FRAME

B LA FR A S C E B A
00 58 52 X 04 ON 6 A 0

TYPICAL PERFORMANCE AT 120 VOLTS 60 HZ    
IDLE LOADED LOCKED BREAK

MOTOR SPEED RPM AMP WATT IN OZ RPM AMP WATT IN OZ AMP WATT IN OZ
HIGH 3479 .73 38 6.56 3000 .86 52 4.46 1.10 62 7.77

LOW 3485 .37 20 3.64 3000 .44 28 2.34 .57 33 4.21
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