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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        1
    .XX       0.01         [ 0.25]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]
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SIZE

ECO

PROCESS/FINISH

OUTLINE

C 71581191 1 OF1

JMG

08/27/2018

BAA

08/27/2018

AA JMG 08/27/2018

ECO-0151335 BAA 08/27/2018

REDRAWN TO SW. REVISED THE CORD PICTORIALLY

MOTOR ASSY

NATURAL

FRONT END BACK END

CUSTOMER: FASCO DIST. APPLICATION:
CUSTOMER PN: K113 MOTOR WEIGHT: 1.5 LBS.

ENVIRONMENT: DRY

MOTOR TYPE REFERENCE SAMPLE
MOTOR, C-FRAME

B LA FR A S C E B A
00 58 52 X 12 OM 5 A 0

TYPICAL PERFORMANCE AT 120 VOLTS 60 HZ    
IDLE LOADED LOCKED BREAK

MOTOR SPEED RPM AMP WATT IN OZ RPM AMP WATT IN OZ AMP WATT IN OZ
3462 .83 38 5.16 3000 .90 48 4.00 1.1 60 7.03
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LEAD MATERIAL
18 GA. 125°C, 2/64 INSUL.
X-LINKED POLY, (2) BLACK

130°C FUSE
ONE SHOT

NEMA 1-15P 
NON-POLARIZED 137  7

NOTES:

SHAFT EXTENSION MEASURED WITH END PLAY PULLED OUT.1.
SHIM BOTH ENDS WITH (1) PC 246 WASHER AND (1) PC 247 WASHER.  ADD PC 247 WASHER ON BACK END ONLY AS 2.
REQUIRED TO MAINTAIN SPECIFIED ENDPLAY.
APPLY (1) DROP OF LUBRICANT TO AID START UP.3.
MOTOR MUST START AT 70 VOLTS.4.
HIPOT PER 88834420.5.
ROTOR CORE, STATOR CORE AND STATOR BAR ASSEMBLIES ARE COATED WITH TWIN EMULSION.6.

FOLD PC 137 IN HALF AROUND CORD.  7.
PACK 6 PER CONTAINER, 12 CONTAINERS PER LAYER, 9 LAYERS PER PALLET, 648 MAX. AMOUNT PER PALLET.  PACKING8.
ASSEMBLY 87854178, PER 88834200 AND 88834408.
CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF THE PALLET.  SEE 88834408.9.
NO PACKAGING TAPE OVER CARTON LABEL.  10.
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