
R2.161
2.141

54.889
54.381

4.385
4.365

111.379
110.871

R2.198
2.178

55.829
55.321

.875
22.225

 .449
.429

11.405
10.897

 

 3.75
95.25

  .68
17.27

  3.587
3.537

91.110
89.840

 

 10.53
10.47

267.46
265.94

 

4.837
4.787

122.860
121.590

(EXHAUST)

 5.605
5.555

142.367
141.097

 

 .725
.705

18.415
17.907

 

2X 4.06
4.04

103.12
102.62

THRU (4X) .26
.24

6.60
6.10

2X R2.025
1.975

51.435
50.165

 5.025
4.975

127.635
126.365

 

 7.91
7.89

200.91
200.41

 

 4.76
4.74

120.90
120.40

 

 9.51
9.49

241.55
241.05

 

 10.53
10.47

267.46
265.94

 

 1.685
1.615

42.799
41.021

 

 2.384
2.376

60.554
60.350

 

 .730 MIN
18.542 MIN

 
 16.50

14.50
419.10
368.30

 

 .625
.375

15.875
9.525

 

 3.3
83.8

 

 .150
.080

3.810
2.032

 

 3.43
3.37

87.12
85.60

 

 .100
.080

2.540
2.032

 4X 1.197
1.177

30.404
29.896

 6.208 MAX
157.683 MAX

 

 6.55
166.37

 

 4.140
4.090

105.156
103.886

 

 .265
.245

6.731
6.223

 

 37° 
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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        1
    .XX       0.01         [ 0.25]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]

124

B

A

124

3

3

B

58

A

C

DD

C

5678

ECO DESCRIPTION

DATEAPPROVED BY

DATEREVISION BY

ECO

DRAWING REVISION

REFERENCE MATERIAL

SHEETDRAWING NUMBERSIZE

DESCRIPTION

THIRD ANGLE
PROJECTION

DRAWN BY

DATE

DATE

APPROVED BY

7

PROCESS/FINISH

6
1 OF 2D 702112180

FDP

11/6/2017

MLS

11/6/2017

AA FDP 11/6/2017

ECO-0133945 MLS 11/6/2017

CHANGED BLAFRASCEBA CODE OUTLINE
BLOWER ASSEMBLY

BLACK

MOTOR LEAD MATERIAL:                     
18 GA. 125°C 2/64 INSUL.
X-LINKED POLY. 
WHITE, BLACK, GRN/YEL 
14.00/12.00 [ 355.60/304.80]
.56/.44 [14.22/11.18] STRIP

MULTI  LEAD MATERIAL: 
SJTOW CORD, 18/5 WITH GROUND, 
105°C 2/64 INSUL. RATED AT 
300 VAC, RED, BLACK, WHITE, 
GREENN, AND ORANGE
TERM. HSG. AMP 770086-1
SOCKET TERMS AMP 350415-1

LEAD ASSEMBLY MATERIAL: 
18 GA. 105°C 2/64 INSUL. 
BLU THERMO, 
WITH FFLAG TERMS.
AMP 2-520128-2

1.  BLOWER: 9.0" SINGLE STAGE, CONDENSING BLOWER WITH INLET   
     TUBE/MOUNTING BRACKET/JUNCTION BOX AND CONTROLS PACKAGE    
     FOR WATER HEATER. MOTOR: 115V, 60Hz. 2 POLE SHADED POLE.
2.  TYPICAL SPEED: 3000 TO 3300 RPM
3.  TEMPERATURE - AMBIENT: 0 TO 40°C WORKING AIR: 0 TO 40°C
     STORAGE: - 18° TO 85°C (0°F TO 185°F)
4.  REGULATORY AGENCY: (MOTOR ONLY) UL & CSA RECOGNIZED.
5.  INTAKE & EXHAUST MUST NOT BE OBSTRUCTED BY MOUNTING. 

CL SJTOW CORD EXIT

SJTOW 
CORD EXIT

CL

EXHAUST
CL

A
IR

 E
X

H
A

U
S

T

IN
TA

KEAIR

VIEW  "A''- "A''

"A"

"A"

ORG

RED
WHT

BLK
OPEN

GRN/YEL

GRN OR

MOTOR

CONNECTOR POSITION: 1 2 3 4 5 6

CONNECTION DIAGRAM

6
5
4 1

3
2

SEE CONNECTION
DIAGRAM

X
X

X

X

NORMALLY CLOSED
TEMPERATURE SWITCH

NORMALLY OPEN 
PRESSURE SWITCH

B

APPLICATION: DISTRIBUTION B LA FR A S C E B A

CUSTOMER: FASCO DIST. P5 21 30 F 06 GL 5 0 0

CUSTOMER PN: W3

PERFORMANCE TEST DATA
TEST BLOWER PER F.O.T. 6300-4432

AT 115 VOLTS 60 Hz

RPM WATTS AMPS

BLOWER WEIGHT
7.5 LBS.

ENDPLAY
.XXX/.XXX

[.XXXX/.XXXX]

R2.161
2.141

54.889
54.381

4.385
4.365

111.379
110.871

R2.198
2.178

55.829
55.321

.875
22.225

 .449
.429

11.405
10.897

 

 3.75
95.25

  .68
17.27

  3.587
3.537

91.110
89.840

 

 10.53
10.47

267.46
265.94

 

4.837
4.787

122.860
121.590

(EXHAUST)

 5.605
5.555

142.367
141.097

 

 .725
.705

18.415
17.907

 

2X 4.06
4.04

103.12
102.62

THRU (4X) .26
.24

6.60
6.10

2X R2.025
1.975

51.435
50.165

 5.025
4.975

127.635
126.365

 

 7.91
7.89

200.91
200.41

 

 4.76
4.74

120.90
120.40

 

 9.51
9.49

241.55
241.05

 

 10.53
10.47

267.46
265.94

 

 1.685
1.615

42.799
41.021

 

 2.384
2.376

60.554
60.350

 

 .730 MIN
18.542 MIN

 
 16.50

14.50
419.10
368.30

 

 .625
.375

15.875
9.525

 

 3.3
83.8

 

 .150
.080

3.810
2.032

 

 3.43
3.37

87.12
85.60

 

 .100
.080

2.540
2.032

 4X 1.197
1.177

30.404
29.896

 6.208 MAX
157.683 MAX

 

 6.55
166.37

 

 4.140
4.090

105.156
103.886

 

 .265
.245

6.731
6.223
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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        1
    .XX       0.01         [ 0.25]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]
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B

A
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3

3

B
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C

DD
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ECO DESCRIPTION

DATEAPPROVED BY

DATEREVISION BY

ECO

DRAWING REVISION

REFERENCE MATERIAL

SHEETDRAWING NUMBERSIZE

DESCRIPTION

THIRD ANGLE
PROJECTION

DRAWN BY

DATE

DATE

APPROVED BY

7

PROCESS/FINISH

6
1 OF 2D 702112180

FDP

11/6/2017

MLS

11/6/2017

AA FDP 11/6/2017

ECO-0133945 MLS 11/6/2017

CHANGED BLAFRASCEBA CODE OUTLINE
BLOWER ASSEMBLY

BLACK

MOTOR LEAD MATERIAL:                     
18 GA. 125°C 2/64 INSUL.
X-LINKED POLY. 
WHITE, BLACK, GRN/YEL 
14.00/12.00 [ 355.60/304.80]
.56/.44 [14.22/11.18] STRIP

MULTI  LEAD MATERIAL: 
SJTOW CORD, 18/5 WITH GROUND, 
105°C 2/64 INSUL. RATED AT 
300 VAC, RED, BLACK, WHITE, 
GREENN, AND ORANGE
TERM. HSG. AMP 770086-1
SOCKET TERMS AMP 350415-1

LEAD ASSEMBLY MATERIAL: 
18 GA. 105°C 2/64 INSUL. 
BLU THERMO, 
WITH FFLAG TERMS.
AMP 2-520128-2

1.  BLOWER: 9.0" SINGLE STAGE, CONDENSING BLOWER WITH INLET   
     TUBE/MOUNTING BRACKET/JUNCTION BOX AND CONTROLS PACKAGE    
     FOR WATER HEATER. MOTOR: 115V, 60Hz. 2 POLE SHADED POLE.
2.  TYPICAL SPEED: 3000 TO 3300 RPM
3.  TEMPERATURE - AMBIENT: 0 TO 40°C WORKING AIR: 0 TO 40°C
     STORAGE: - 18° TO 85°C (0°F TO 185°F)
4.  REGULATORY AGENCY: (MOTOR ONLY) UL & CSA RECOGNIZED.
5.  INTAKE & EXHAUST MUST NOT BE OBSTRUCTED BY MOUNTING. 

SJTOW CORD EXIT

SJTOW 
CORD EXIT

CL

EXHAUST
CL

A
IR

 E
X

H
A

U
S

T

IN
TA

KEAIR

VIEW  "A''- "A''

"A"

"A"

ORG

RED
WHT

BLK
OPEN

GRN/YEL

GRN OR

MOTOR

CONNECTOR POSITION: 1 2 3 4 5 6

CONNECTION DIAGRAM

6
5
4 1

3
2

SEE CONNECTION
DIAGRAM

X
X

X

X

NORMALLY CLOSED
TEMPERATURE SWITCH

NORMALLY OPEN 
PRESSURE SWITCH

B

APPLICATION: DISTRIBUTION B LA FR A S C E B A

CUSTOMER: FASCO DIST. P5 21 30 F 06 GL 5 0 0

CUSTOMER PN: W3

PERFORMANCE TEST DATA
TEST BLOWER PER F.O.T. 6300-4432

AT 115 VOLTS 60 Hz

RPM WATTS AMPS

BLOWER WEIGHT
7.5 LBS.

ENDPLAY
.XXX/.XXX

[.XXXX/.XXXX]

Uncontrolled Copy



 3.43
3.37

87.12
85.60

 

 .25
6.35
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BY RECEIVING IT, TO AGREE THAT IT, AND/OR ANY PART OF IT, SHALL NOT BE DISCLOSED
TO ANY PERSON, CORPORATION OR OTHER ENTITY, DUPLICATED, AND/OR USED, EXCEPT
AS EXPRESSLY APPROVED IN WRITING IN ADVANCE BY OWNER. THIS DOCUMENT SHALL

BE RETURNED TO OWNER UPON REQUEST. IT MAY BE SUBJECT TO CERTAIN
RESTRICTIONS UNDER APPLICABLE EXPORT CONTROL LAWS AND REGULATIONS.

TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        1
    .XX       0.01         [ 0.25]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]

124

B

A

124

3

3

B

58

A

C

DD

C

5678

ECO DESCRIPTION

DATEAPPROVED BY

DATEREVISION BY

ECO

DRAWING REVISION

REFERENCE MATERIAL

SHEETDRAWING NUMBERSIZE

DESCRIPTION

THIRD ANGLE
PROJECTION

DRAWN BY

DATE

DATE

APPROVED BY

7

PROCESS/FINISH

6
2 OF 2D 702112180

FDP

11/6/2017

MLS

11/6/2017

AA FDP 11/6/2017

ECO-0133945 MLS 11/6/2017

CHANGED BLAFRASCEBA CODE OUTLINE
BLOWER ASSEMBLY

BLACK

BLACK

GREEN OR GRN/YEL

ORANGE

RED

WHITE

ORANGE

BLUE

TORQUE SCREWS TO
11-15 INCH LBS.

(VIEW WITH COVER INSTALLED)

TORQUE SCREWS TO
6-10 INCH LBS.

(VIEW WITH COVER & PRESSURE SWITCH REMOVED)

(END OF JACKET)

NOTES:
WHEN INSTALLING COVER (PC. 408), ROUTE RED & BLUE LEADS 1.
THRU SLOT AS SHOWN, AND LOCATE ANY EXCESS LEAD 
LENGTH INSIDE COVER. ROUTE REMAINING LEADS IN SUCH A 
MANNER THAT THEY DO NOT PROTRUDE OUTSIDE ON COVER 
AFTER INSTALLATION.

EACH CONNECTION MUST WITHSTAND 25 LBS. MINUMIM PULL 2.
OUT FORCE.

INSTALL ADHESIVE SIDE OF GASKET (PC.409) ONTO COVER OF 3.
BLOWER (PC.406) PRIOR TO INSTALLING BLOWER TO VENT 
ASSEMBLY (PC.407).
PACK 1 PER CONTAINER. 6 CONTAINERS PER LAYER, 2 LAYERS 4.
PER PALLETT, 12 MAX, AMOUNT PER PALLET, PACKING ASSY.: 
87855331.
CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE 5.
OPEN END OF THE PALLET, PER 88834408.
NO PACKING TAPE OVER CARTON LABEL.6.

409 3

2 365

407 3

323
321

410

306

332

352

411

370

408

391

2

BLUE

 3.43
3.37

87.12
85.60

 

 .25
6.35
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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        1
    .XX       0.01         [ 0.25]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]

124

B

A

124

3

3

B

58

A

C

DD

C

5678

ECO DESCRIPTION

DATEAPPROVED BY

DATEREVISION BY

ECO

DRAWING REVISION

REFERENCE MATERIAL

SHEETDRAWING NUMBERSIZE

DESCRIPTION

THIRD ANGLE
PROJECTION

DRAWN BY

DATE

DATE

APPROVED BY

7

PROCESS/FINISH

6
2 OF 2D 702112180

FDP

11/6/2017

MLS

11/6/2017

AA FDP 11/6/2017

ECO-0133945 MLS 11/6/2017

CHANGED BLAFRASCEBA CODE OUTLINE
BLOWER ASSEMBLY

BLACK

BLACK

GREEN OR GRN/YEL

ORANGE

RED

WHITE

ORANGE

BLUE

TORQUE SCREWS TO
11-15 INCH LBS.

(VIEW WITH COVER INSTALLED)

TORQUE SCREWS TO
6-10 INCH LBS.

(VIEW WITH COVER & PRESSURE SWITCH REMOVED)

(END OF JACKET)

NOTES:
WHEN INSTALLING COVER (PC. 408), ROUTE RED & BLUE LEADS 1.
THRU SLOT AS SHOWN, AND LOCATE ANY EXCESS LEAD 
LENGTH INSIDE COVER. ROUTE REMAINING LEADS IN SUCH A 
MANNER THAT THEY DO NOT PROTRUDE OUTSIDE ON COVER 
AFTER INSTALLATION.

EACH CONNECTION MUST WITHSTAND 25 LBS. MINUMIM PULL 2.
OUT FORCE.

INSTALL ADHESIVE SIDE OF GASKET (PC.409) ONTO COVER OF 3.
BLOWER (PC.406) PRIOR TO INSTALLING BLOWER TO VENT 
ASSEMBLY (PC.407).
PACK 1 PER CONTAINER. 6 CONTAINERS PER LAYER, 2 LAYERS 4.
PER PALLETT, 12 MAX, AMOUNT PER PALLET, PACKING ASSY.: 
87855331.
CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE 5.
OPEN END OF THE PALLET, PER 88834408.
NO PACKING TAPE OVER CARTON LABEL.6.

409 3

2 365

407 3

323
321

410

306

332

352

411

370

408

391

2

BLUE
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