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BLOWER: NATURAL
MOTOR: FLAT BLACK
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3  1.  STATIC TAP READING IS TO BE  -1.20 MIN. CORRECTED TO STD. AIR (0.075 LB/FT  ) AT FREE AIR.
  2.  ASSEMBLE WATER SLINGER ON MOTOR BEFORE ASSEMBLING MOTOR TO BLOWER.
  3.  ASSEMBLE PC. 821 CUT TUBING AS SHOWN.
  4.  IMPELLER SET AT  .110/.090 FROM IMPELLER TO INSIDE OF MOTOR SHELL.
  5.  COIL PC 831 CUT TUBING (3) OR (4) TIMES & SECURE (1) PLACE WITH FLORIST TAPE .
  6.  8 FT. DRAIN TUBE PC 831 AND ELBOW PC 830 MUST BE ASSEMBLED BEFORE CONNECTING TO DRAIN SPOUT
       AND EXITING AS SHOWN OPPOSITE OF EXHAUST LOCATION, MUST BE CONNECTED BEFORE CONTROLLER
       BOX IS ATTACHED.
  7.  ATTACH PC 389 LEAD ASSY. AS SHOWN.
  8.  PACK 1 PER CONTAINER,  12 MAX. PER PALLET, PACKING ASSY; 87855001, P.S. 88834200, P.S. 88834408,
       4 CONTAINERS PER LAYER, 3 LAYERS PER PALLET.
  9.  PLACE (4) PC 323 NUTS, (1) PC 832 GASKET AND (1) INSTRUCTION SHEET INTO PLASTIC BAG.   PLACE (1) PLASTIC
       BAG INTO EACH CONTAINER.
10.  CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF THE PALLET.
       SEE P.S. 88834408.
11.  NO PACKAGING TAPE OVER CARTON LABEL.

GROUND LEAD
18 GA. 125°C 2/64 INSUL.
X-LINKED POLY. GRN/YEL
7.00/5.00 IN. LONG
SOCKET TERM. 89034122
MOLEX  02-09-1117

LEAD MATERIAL
18 GA. 125°C 2/64 INSUL.
X-LINKED POLY. (1) BLK,
7.00/5.00 IN. LONG
SOCKET TERMS. 89034122
MOLEX  02-09-1117
TERM. HSG. 89039046
MOLEX  03-09-2036
(1) WHT 9.00/7.00 IN. LONG
FFLAG TERM. 89039162
AMP  2-520128-2

THERMALLY PROTECTED
CLASS "B" INSULATION
416 S.S. SHAFT
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