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NOTES: APPLICATION B LA | FR A s c E B A

MOTOR LEAD TUBING TO BE PUSHED INSIDE OF LEAD EXIT. PV|21 |47 |V |06 |ET|5 |0 ]| C

% ASSEMBLE THE (2) RED LEADS FROM PC 403 MOTOR CONTROLER TO PC 401 LEAD MATERIAL INSIDE BOX THERMALLY PROTECTED
TEMPERATURE SWITCH. WIRE LOCATION VIEWED 18 GA. 105°C 2/64 INSUL. CLASS "B" INSULATION S FASCO DIST.

_ CONNECT TERMINAL HOUSING 89039046 TO TERMINAL HOUSING 89034120. THERMO. SEALED BALL BEARING

BACK PLATE OF IMPELLER TO BE FLUSH WITHIN % .015 AS SHOWN IN MOUNTING DETAIL. FROM CUSTOMER END 416 S.S. SHAFT customerpart o, W5

5\ APPLY 1/8 INCH BEAD OF PC 399 RTV SILICONE SEALANT 4.00/3.50 INCHES LONG AS SHOWN. KEY YEL PIN 2

6. ASSEMBLE PC 319 GASKET AFTER INLET IS ASSEMBLED. WHT PIN 1 %/ BLU PIN 3 LEAD ASSEMBLY HARNESS MOTOR LEf«D MATERIAL GROUND LEAD MATERIAL

7. INSPECTION TEST FIXTURE IS REQUIRED. T e 18 GA. 105°C 2/64 INSUL. 18 GA. 125°C 2/64 INSUL. 18 GA. 125°C 2/64 INSUL.

8. VACUUM SWITCH SETTING TO BE -1.70 + .08 W.C. ON VACUUM FALL. holoe;d SJT. (6) COND. (1) BLK, X-LINKED POLY. (1) BLK X-LINKED POLY. GRN/YEL

9. PACK 1 PER CONTAINER, 18 MAX. PER PALLET, PACKING ASSY. 87854996, oA (1) RED, (1) BLU, (1) WHT, AND (1) WHT 5.00/3.00 IN. LONG 5 00/3.00 IN. LONG
N s i Yoo S LAYERS PER PALLET, .S, 86834200 REDPIN4 — ==="""—GRNPING (1) GRN, AND (1) YEL T S O S 4155 TO BACK OF HOUSING

N : TERMINAL HOUSING BLK PIN 5 W/ SOCKET TERM. 89039084 : W/ SOCKET TERM. 89034122

PLACE FOAM IN CONTAINER. PLACE BLOWER ON FOAM MOTOR UP
(ALLOW FOAM TO EXPAND). TAPE TOP OF CONTAINER. 89039161

11. CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD THE OPEN END OF AMP 1-480704-0
THE PALLET. SEE P.S. 88834408.
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12.  NO PACKAGING TAPE OVER CARTON LABEL. o g%gg —
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TUBING
TYPICAL PERFORMANCE TEST DATA UNLESS OTHERWISE SPECIFIED DIMENSIONS ARE FASCO MOTORS GROUP
100 WHT PIN 2 137 WITH A 1.5 INLET RESTRICTOR FRACTIONG S TR S RS NGLES A\ =@ @ ] AC MOTOR/BLOWER DIVISION
| GRN/YEL PIN #3 : DETAIL "A" £116 XX 01 £1°
MAX. 327 AT 115 VOLTS 60 HZ. KX+ 005 CONFIDENTIAL: DO NOT DUPLICATE OR DISCLOSE TO THIRD PARTIES WITHOUT
ECO. NO. REV. DATE APPROVAL R.P.M. WATTS AMPS APPROVALS DATE WRITTEN PERMISSION OF FASCO MOTORS GROUP, AC MOTOR/BLOWER DIVISION.
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