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LEAD MATERIAL
18 GA. 105°C 3/64 INSUL.
SPT-2 BLACK
14.00/12.00 IN. LONG

THERMALLY PROTECTED
CLASS "B" INSULATION

GROUND LEAD
18 GA. 125°C 2/64 INSUL.
X-LINKED POLY, GRN/YEL
8.00/6.00 IN. LONG
W/RING TERM. 89020156
AMP 61794-1

1. STATIC TAP TO BE TIGHT AND SECURELY FASTENED.
2. LOCATE IMPELLER WITH .050 GAGE MEASURED FROM GASKET.
3. PUSH THE MOTOR ASSEMBLY AWAY FROM THE STATIC TAP

BEFORE TIGHTENING SCREW.
4. STATIC TAP READING IS TO BE -.48 MINIMUM CORRECTED TO

STANDARD AIR (0.075 LB/FT   )
5. PACK 1 PER CONTAINER, 64 MAX. AMOUNT PER PALLET, 16
     CONTAINERS PER LAYER, 4 LAYERS PER PALLET. PACKING

ASSY: 87854751, P.S. 88834200 AND P.S. 88834408.
6.  CARTON LABELS MUST ALL FACE ONE DIRECTION TOWARD

THE OPEN END OF THE PALLET.  SEE P.S. 88834408.
7.  NO PACKAGING TAPE OVER CARTON LABEL.
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