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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]    7' 30"
    .XX       0.03         [ 0.76]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   200        5.1
                                   INCH       mm
mm SHOWN IN  [BRACKETS]
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PROCESS/FINISH

B 1 OF 1108761

S SAHOO

12/27/2018

J DAS

01/08/2019

A S SAHOO 12/27/2018

ECO-0159683

OUTLINE CONVERSION PROJECT OUTLINE

107391

140T FR. - BB -TENV - DBL C'FACE- 3Ø

NOTE:
1) CONDUIT BOX CAN BE ROTATED 180°.
2) REMOVABLE BASE.
3) NAMEPLATE TO BE READ FROM CONDUIT BOX SIDE OF MOTOR.
4) C-FACE MOUNTING PATTERN TYPICALLY BOTH ENDS.
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956 16.04[407.42] 11.61[294.89] 5.94[150.88]
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Ø.18[4.57]
WEEP HOLE

Ø.34[8.64]-
.35[8.89]
6 HOLES

3-Ø.88[22.35]
KNOCKOUTS

2-Ø1.09[27.69]
KNOCKOUTS

3/8-16UNC-2B
.56 MIN. FULL THD.

4 HOLES
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