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MODEL REF CUSTOMER HP VOLTS AMPS HZ RPM ROTATION CUSTOMER PN
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K55HXTBY-8216 STANDARD 1/3-1/4 208-230 2.1-1.4 60 1625/3SPD CCW LEAD END REV 1693
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#16 GRN/YEL GROUND LEAD TO
BE 12.000±.250 BETWEEN CENTERS
OF TERMS. TERM. TO FIT #10 SCREW.
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WARNING LABEL TO BE ADJACENT

AUTOMATIC THERMAL
PROTECTOR

6 LEADS,#18,.031 THICK INSUL.,
TO EXTEND BEYOND MOTOR.

(2).250 INSULATED  STRAIGHT
Q.C. TERMS. ON

SPLIT IN
MTG. RING
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(4) LEADS,#18,.031 THICK
INSUL. 2-YELLOW 2-ORANGE
FOR REVERSING ROTATION.
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WHITE=24.000±1 ,BLACK=24.000±1
BLUE=24.000±1  ,RED=24.000±1
BROWN=24.000±1  ,BRN/WHT=24.000±1

4.562

.75

5.12

TO REVERSE ROTATION
INTERCHANGE ORANGE
AND YELLOW LEADS.

BROWN AND
BRN/WHT LEADS.

#8-32 UNC
THR'D

TO REVERSING LEADS.

4 LEADS .750u.125
STRIPPED WHITE, BLACK,
BLUE & RED
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