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REFER TO S.E.I.M. 24-1

MODEL REF CUSTOMER HP VOLTS AMPS HZ RPM ROTATION CAT. NO. DESCRIPTION / REMARKS

DIMENSIONS ARE FOR

REFERENCE ONLY

UNLESS TOLERANCE

IS SPECIFIED 815762B. ANDRADE H. NAVARRO
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K55HXTBZ-8217 WHOLESALE-HAC 1/2 208-230 3.1-3.0 60 1625/3 SPD CCW LEAD END REV 1695
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SEAM WELD

SPLIT IN
MTG RING

CUT STRIPPING
AFTER TEST

6 LEADS, #18, .062 THICK INSUL.
TO EXTEND BEYOND MOTOR
WHITE= 24.000±1, BLACK= 24.000±1
BLUE= 24.000±1, RED= 24.000±1
BROWN= 24.000±1, BRN/WHT= 24.000±1
ONE BROWN LEAD TO BE STRIPPED WHITE

#16 GRN/YEL GROUND LEAD TO
BE 12.000±.250 BETWEEN CENTERS
OF TERMS. TERM. TO FIT #10 SCREW

(4) LEADS, #18, .031 THICK
INSUL. 2-YELLOW 2-ORANGE
FOR REVERSING ROTATION
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(2) .250 INSULATED STRAIGHT
Q.C. TERMS. ON BROWN AND
BRN/WHT LEADS
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WARNING LABEL TO BE ADJACENT
TO REVERSING LEADS

NAMEPLATE

5.87 ±.062

5.125

5.625

TO REVERSE ROTATION INTERCHANGE
ORANGE AND YELLOW LEADS

SUPPLIED DETACHED:
1 - INSTAL. INSTR. FORM

MALE

FEMALE

SPLIT IN MTG. RING


