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DIMENSIONS ARE FOR
REFERENCE ONLY

UNLESS TOLERANCE
IS SPECIFIED 814511

WHOLESALE - HAC REVERSIBLE208-230/460 5.3-5.3/2.6 60 1140

HP ROTATIONMODEL REF RPMAMPS DESCRIPTION / REMARKSCUSTOMER HZVOLTS

J63WZBJN-0244

CUSTOMER PT. NO.

NAMEPLATE

1.5

WARNING LABEL

1819VG CONDENSER FAN, OPAO

TOPTOP

T
O

P

6.000 ±.047

GREEN GROUND SCREW

SIZE 1/2 CONDUIT
WITH CONDUIT PLUG

LEAD END

SPRING 
WASHER
THIS END

WATER
SLINGER

TERMINAL
 COVER 
GASKET

OPEN ENDSHIELD

4.875
SEAM 
WELD

ENCLOSED 
ENDSHIELD

THERMOSTAT LEADS TO EXTEND
4.000+2.000 -0.000 INCHES BEYOND
TERMINAL OPENING IN END SIELD.
LEADS TO BE STRIPPED .750
TUCK LEADS UNDER TERMINAL
COVER BEFORE SHIPPING.

SEE CRIT. REQ.#8
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SHAFT KEY TAPED TO MOTOR

LABEL

GROUND RING  
INSTALLED IN 
ENDSHIELD

.188 KEY WAY
LONG KEY

1 FLAT .06
DEEP 4.875
LONG

SEE CRIT.
REQ.#6

SEE CRITICAL 
REQUIREMENT # 1
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460 VOLT 230 VOLT

TO REVERSE ROTATION INTERCHANGE

ANY TWO LINE LEADS
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5.400 REF.

6.315 REF. 16.277

10.277 (REF)

REV.

A

G. ISASSI J. SALINAS

CHANGED  SCREW VIEW TO S05820750 (SCREW WITHOUT SLOT).
ECO E31432
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