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STANDARD CCW LEAD END REV.208-230 60 1625
HP ROTATIONMODEL REF RPMAMPS DESCRIPTION / REMARKSCUSTOMER HZVOLTS

K55HXTFP-8715 1/4 1890
CUSTOMER PT. NO.

1.4 TOTALLY ENCLOSED

824096

11-DEC-18
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BLACK DRAIN PLUG
SEE CRIT. REQ. # 5

#16 GRN/YEL GROUND LEAD
TO BE 12.000±.250 BETWEEN
CENTERS OF TERMS.
TERM. TO FIT #10 SCREW

AUTOMATIC
THERMAL
PROTECTOR

.750 ±.062

WATER SLINGER

NAMEPLATE

WARNING LABEL TO BE
ADJACENT TO REVERSING LEADS

"BUNA N" RUBBER
THIS SIDE

4 LEADS,#18,.031 THICK INSUL.
TO EXTEND BEYOND EL MOTOR
BLACK=30.000 +2-0, 
WHITE=30.000 +2-0,
BROWN=30.000 +2-0, 
BRN/WHT STRIPE=30.000 +2-0.

(2).250 STRAIGHT TYPE Q.C.
TERMS.WITH INSUL.GRIP ON
BROWN AND BRN/WHT STRIPE
LEADS.

BLACK DRAIN PLUG
SEE CRIT. REQ. # 5

LEADS SKINNED
.750±.062

9.855 ±.062

5.000 ±.047

4.500( )

.125

4.310( )

(4) LEADS,#18 .031 THICK INSUL.
(2) YELLOW & (2) ORANGE
FOR REVERSING ROTATION

4.000 ±.500

DRAIN PLUG
INSTRUCTION LABEL

GROMMET 
SEE CRIT.
REQ. #4

5.250(O B.C.)

3.630( )

5.625( )
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ROTATION IS C.CW VIEWING LEAD END WITH
ORG. TO ORG. & YEL. TO YEL. TO REVERSE
ROTATION INTERCHANGE ORG. & YEL. LEADS


