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NAMEPLATE

TO EXTEND BEYOND MOTOR 16.000
+1.000
-1.000

(BLACK, WHITE & GREEN)

AUTOMATIC
THERMAL
PROTECTOR

90° TYP

45°
3.625

3.625

5.125
DIA. B.C.

5.625

LEADS TO BE SKINNED .500

#18, 3 COND. SJT0W CORD 105°C

3.000±.500

GROUND LEAD ATTACHED
TO SHELL ON INSIDE OF CONDUIT BOX

NOTE : MOTOR TO LEAVE FACTORY CONNECTED
      FOR 230 VOLT OPERATION

.375±.062

10-32

WARNING LABEL

6.562 3.250

MIN.
2.750

45° ±3

CW LEAD END1100606.2/3.1115/2301/2STANDARDK55HXEAE-7161

753982

4749
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     E24260

K. HOLTZSCHERC. ROESSLERG. ISASSI

CONNECTIONS IN OUTLET BOX

     230 VOLTS

L1 - PUR
L2 - YEL
INSUL. BLK
TIE TOGETHER &
INSUL. WHT & ORG

     115 VOLTS

L1 - PUR
L2 - WHT & YEL
TIE TOGETHER &
INSUL. BLK & ORG

ADDED, SIDE VIEW OF COVER AND VIEW OF COVER SCREW.G
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