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823184

STANDARD 3/4 C.CW LEAD END REV115 10.6 60 1075/4 SPD

HP ROTATIONMODEL REF RPMAMPS DESCRIPTION / REMARKSCUSTOMER HZVOLTS

K55HXTDM-8416 5463
CAT. NO

F. GARCIA P. RODRIGUEZ

ECO: E32195
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(7) LEADS #18, .031 THICK INSUL. 
EXTEND BEYOND MOTOR:
WHT=36.000u1.5, BLK=36.000u1.5,
BLU=36.000u1.5, YEL=36.000u1.5,
RED=36.000u1.5, (2) BRN=36.000u1.5

4 LEADS #18, .031 THICK INSUL.
(2) YEL=6.000u1.0,
(2) ORG=6.000u1.0,
FOR REVERSING ROTATION

(7) .250 INSULATED STRAIGHT TYPE
Q.C. TERMS. WITH INSUL. GRIP

(8) HOLES 
.120-.124
DIA.

CENTERLINE OF
SHELL HOLES

#16 GRN/YEL GROUND LEAD TO BE
6.000u.250 BETWEEN CENTERS OF
TERMS. TERM. TO FIT #10 SCREW
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NOTE:
 KIT WITH SPECIAL SCREWS &
 4 NUTS WITH CAPTIVE STAR
 WASHERS SHIPPED IN CARTON


