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WATER SLINGER

4 EXTRA NUTS
WITH CAPTIVE
STAR WASHERS
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WITH MOTOR. SCREWS TO BE
STARTED IN HOLES AND RUN
IN BUT NOT TIGHT.
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(5).250 FLAG TYPE Q.C.
TERMS. WITH INSUL. GRIP

5 LEADS, #18, .031 THICK INSUL.
TO EXTEND BEYOND MOTOR:
BRN=48.000 ± 1.5, BLK=48.000 ± 1.5,
RED=48.000 ± 1.5, WHT=48.000 ± 1.5,

4 HOLES
.120-.124 DIA.

TOTALLY ENCLOSED

ENDSHIELD (BOTH ENDS)

#16 GRN/YEL GROUND LEAD TO BE
6.000±.250 BETWEEN CENTERS
OF TERMS. TERM TO FIT #10 SCREW

8-32 THR'D

DRAIN PLUG LABELDRAIN PLUG LABELDRAIN PLUG LABEL

WARNING LABEL

BRN/WHT=48.000 ± 1.5.

RESCUE LABEL

(4) 8-18 x .25 SCREWS SUPPLIED

SPRING WASHER THIS END

LEADS.

WARNING LABEL
TO BEADJACENT
TO REVERSING

MOJAVE LABEL
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SEAM WELD
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796480

K55HXPSJ-1116 WHOLESALE - HAC 1/3-1/6 208-230 1.9/1.2 60 825/2SPD CCW LEAD END REV 5464H

(4) EQUALLY SPACED
MOUNTING HOLES 
AT 4.33 B.C.

(2) DRAIN HOLE
AND PLUG
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NOTE:(4) SCREWS INCLUDED IN CARTON

D. VALLE K. MORT
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