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STANDARD CCW LEAD END, REV208-230/460 60 1075
HP ROTATIONMODEL REF RPMAMPS DESCRIPTION / REMARKSCUSTOMER HZVOLTS

K55XZSCA-1006 3/4 K5489
CUSTOMER PT. NO.

5.0/2.5 K55 HUB, MTD. BALL BEARING OPEN

AUTOMATIC
THERMAL
PROTECTOR

NAMEPLATE

#16 GREEN GROUND LEAD TO BE
6.000u.250 BETWEEN CENTERS
OF TERMS. TERM. TO FIT #10 SCREW

4 LEADS, #18 .031 THICK INSUL.
2 YELLOW & 2 ORANGE FOR 
REVERSING ROTATION

(2) .250 RECEPTACLES

TOP

1
 2

 3

TOP

BUNA "N" RUBBER
THIS END

NOTES:
1.- TERMINALS FOR 1, 2 AND 3 IN VOTAGE
      CHANGE RECEPTACLE MUST BE UN PLACE
      (1&2 ARE USED ON LOW VOTAGE, 2&3
      ARE FOR HIGH VOTAGE).

2 BROWN LEADS, #18 .031
THICK INSUL. TO EXTEND
20.000+2.000-0.000 BEYOND
MOTOR

(2) .250 FLAG TYPE Q.C. TERM 
WITH INSUL GRIP

12.40 ±.062

SPLIT IN MTG. RING

6.969

WARNING LABEL

VOLTAGE 
CONN. 
IDENT. 
LABEL

2.
25

0

.750u.062
SKINNED

VOLTAGE RECEPTACLE

5.000 ±.047

.125 ±.062

4.000 -0.000+2.000

 SPLIT IN 
MTG. RING

5.125O B.C.

5.625O

4.500

.500

.4
53

.4
38

WATER SLINGER

TOTALLY ENCLOSED
(THIS END)

(2) #12 LEADS WHITE AND BLACK
TO EXTEND 20.000+2.000-0.000
BEYOND MOTOR

SPRING WASHER
     (THIS END)

SHIPPED DETACHED:
(1) - CAPACITOR
(1) - CAPACITOR CLAMP
(1) - CAPACITOR CAP
(2) - 8-18 SCREWS
(1) - KEY
(1) - BUSHING

TO REVERSE ROTATION INTERCHANGE ORANGE & YELLOW LEADS


