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E. REYES C. LUGO B. GAITAN 244376

                  E33182

03-DEC-18

LEAD EXIT RELOCATED  AT   09:00 O'CLOCK.

K55HXSCK-7719 - STANDARD 1/4 230 2.1 60 1550 CW LEAD END 6124

AUTOMATIC THERMAL PROTECTOR
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VENTILATED
END SHIELD

(2) RING TYPE TERMINALS WITH
INSUL. GRIP FOR #10 SCREW.

TO EXTEND BEYOND MOTOR

2 HOLES
.150 DIA.

SUPPLIED DETACHED:
1-CAPACITOR 5MFD 370V
1-CAPACITOR CLAMP
1-CAPACITOR CAP
2-10-32 TYPE "C" SCREWS
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#16 GREEN GROUND LEAD
TO BE 6.000±.250 BETWEEN
CENTERS OF TERMS.
TERM. TO FIT #10 SCREW

90° APART

2 LEADS, #18, .031 THICK INSUL.

BLK = 32.000 +2 -0, WHT = 32.000 +2 -0

AUX.

M1

CAP.

PROT.

WHITE BLACK

BROWN

BROWN
(2) .250 FLAG TYPE
Q.C. TERM. WITH
INSUL GRIP.

2 LEADS, #18, .031 THICK INSUL.
TO EXTEND BEYOND MOTOR
BRN = 4.000 +2 -0, BRN = 4.000 +2 -0
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